
24  -Row Single Row Narrow Transport Pull-Type Custom Planter

N G  P lu s  S eries

C u sto m  P lan te rs  B u ilt-to -O rd er



P r e c is io n   

M o n o s e m  re c o g n iz e s  th e  n e e d  fo r  e v e r y

fa rm e r  to  a c h ie v e  th e  b e s t  re s u lts  f ro m  th e

s e e d s  th e y  p la n t . 

F o r  th a t  re a s o n ,  M o n o s e m  c o n c e n tra te s  

e x c lu s iv e ly  o n  b u ild in g  p r e c is io n  p la n te rs

a n d  s u p p ly in g  e a c h  fa rm e r  w ith  a  

c u s to m -b u il t  m a c h in e . 

F ro m  th e  c o re  o f  th e  m a c h in e  to  th e  o p t io n s

a n d  a c c e s s o r ie s ,  e a c h  M o n o s e m  p la n te r  

is  e n g in e e re d  to  a c c o m p lis h  th e   

F o u r C r it ic a l F a c to rs n e e d e d  to  c o n s is te n t ly

a c h ie v e  b e s t s e e d  p la c e m e n t  fo r  e a c h  

p ro d u c e r ’s  c o n d it io n s .



1 .)  A ccu ra te  S eed  S in g u la tio n
The flat surface of the heavy-duty stainless steel seed disc accepts 
a wide variety of seed types, flat or round, coated or uncoated, with-
out any loss in accuracy. The Monosem meter box contains a single
adjustment lever that adjusts the height of the singulator and the 
vacuum pressure at the same time. The singulator aligns the seed 
to the hole and eliminates doubles and skips. 

2 .)  A ccu ra te  seed  sp ac in g
As the seed disc turns, a brass ejector block assures that the seed is
dropped at a consistent angle, resulting in consistent seed spacing.

3 .) C o n s is ten t d ep th  co n tro l
The double disc openers are flanked by independent large depth
gauge wheels that are engineered with an equalizing rocker bar. This
assures uniform depth control, even in cloddy or rocky conditions.

4 .) G o o d  seed  to  so il co n tac t fo r g erm in a tio n
Monosem offers a selection of closing wheels to give you the 
necessary seed to soil contact for good seed germination in any soil
condition. The popular V-press wheels are independently mounted
and are adjustable for shallow, medium or deep planting.

  P la n te r s



NG Plus Metering Unit
MONOSEM produces an accurate, simple and extremely reliable meter.

Cover (Interior)
The spring loaded brass 

ejector block, shown 

mounted in the Meter 

Cover, directs seed 

release at the same 

consistent angle for 

consistent spacing.

3

4

Singulator
The brass singulator eliminates 

doubles. A spring on the cover 

maintains positive contact against 

the disc for optimal singulation, 

even with small seeds. 

2

Cover (Exterior)  
Cast aluminum cover 

provides accuracy without 

variation due to temperature. 

Easily removeable 

for access to seed discs.

1

Control window
A large transparent window

aids in fine tuning of the meter

for accurate singulation.

1a

1

1b

1a

1. Meter Cover / Fill Side

1.a. Control Window

1.b. Clean-out



nit

Teflon Wear gasket
The replaceable teflon wear 

gasket maintains a smooth 

contact surface and seal between 

back of seed plate and vacuum 

side of the meter.

5
Seed Discs
The 1.5 mm thick flat stainless 

steel discs with mounted brass 

agitators make a rigid durable meter. 

Changing is quick and done 

without tools. 

7

5

6

3

2

4

7. Meter Cover / Drive Side

   with Adjustment Lever

   & Vacuum 

5. Teflon Wear Gasket

6. Hold down plate

2. Singulator

3. Seed Disc

4. Agitator

Durability & Precision: critical components made of cast aluminum, 

stainless steel and brass. These materials (instead of plastic) help eliminate static 

electricity and the need for graphite and extra talc. As a unit, these components 

produce consistently with a long service life.

A complete range 

of discs is available for all 

precision seeding applications.



E asy  M eter ad ju s tm en t

For fine tuning adjustments:

Meter Exterior

Adjustment Lever

Meter Interior

Seed Singulator

Singulator Adjustment Lever controls both vacuum and singulator:

lower to

eliminate doubles

vacuum reduces

 

also moves 

singulator higher

for larger seed size 

also moves 

singulator lower

for smaller seed size 

raise to

avoid skips

vacuum at full



Anti Drift Dust Kit

Available PTO or hydraulic drive.

Extra High Output TurbofanHigh Output TurbofanStandard Turbofan

Turbofans

Vacu u m  S ys tem  O p tio n s  

Hydraulic Drive Secondary Air System

Captures Turbofan
exhaust and redirects
to other side of seed
plate directly after
seed drop. Provides
pressure clean out of
fines and small seed
debris.

Anti-Drift Dust Kit

The Monosem Anti-Drift kit consists of a 

collector, a hose, a decompression chamber, 

and two hoses for redirection of the turbofan 

exhaust towards the ground. This system 

steers the air to the ground and decreases the 

speed, thus limiting the drift of dust from the 

insecticidal treatment of seeds.

The Monosem Anti-Drift Kit will be available 

as an option on 2014 model year Planters and 

the easy to install kit will be available to be 

retrofitted on existing planters.

Anti-Drift Kits are developed and approved by 

Monosem for the smooth running of the 

equipped Monosem planters. Monosem 

cannot guarantee the smooth running of 

planters equipped with other systems not 

tested or approved by Monosem.

insecticidal treatment of seeds.

speed, thus limiting the drift of dust from the 

steers the air to the ground and decreases the 

exhaust towards the ground. 

and two hoses for redirection of the turbofan 
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S tan d ard  L in kag e  

fo r S in g le  R o w , Tw in -R o w  &  U N R

H o p p er o p tio n s :

• M in i H o p p er - C S S

• 3 /4  B U  R ece iv in g  H o p p er fo r C S S

• 1 .5  B U  U N R

• 2  b u . (S tan d ard )

• 3  b u . (S h o w n )

Q u ick  ad ju s tH eavy  D u ty  D o w n  p ressu re  

      L o n g  trave l lin kag e

even s  o u t b o u n ce

s tab iliz in g  sp rin g s  

s tan d ard  eq u ip m en t

in d ep en d en t d ep th

g au g e  w h ee ls
h eavy  d u ty  v -d isc

o p en ers  w ith  cas t h u b s

th read ed  ad ju s tm en t

fo r p rec ise  d ep th  se ttin g s

p in  ad ju s tab le  h e ig h t

c lo d  rem o ver

flo a tin g  c lo d  rem o ver

Ava ilab le  fo r 5x5  o r 7x7  to o lb ars

L in kag e  O p tio n s

F o rw ard  O p tio n s



M o n o sh o x®  L in kag e   

fo r 7x7  S in g le  R o w , Tw in -R o w  &  U N R

1 /2”  s tee l lin kag e  w ith

7 /8”  s tee l p in s

C o il-o ver ad ju s tab le  d o w n  

p ressu re  sp rin g  w ith  g as

filled  sh o ck  to  co n tro l

b o u n ce  an d  m a in ta in  

co n s is ten t p lan tin g  d ep th

R u g g ed  H eavy  D u ty  L in kag e

in te rio r rac in g  sh o ck  

o f M o n o sh o x®

co n tro ls  b o u n ce

H o p p er o p tio n s :

• M in i H o p p er - C S S

• 3 /4  B U  R ece iv in g        H o p p er fo r C S S

• 1 .5  B U  U N R

• 2  b u . (S tan d ard /S h o w n )

• 3  b u . 

in d ep en d en t d ep th

g au g e  w h ee ls h eavy  d u ty  v -d isc

o p en ers  w ith  cas t h u b s

co il-o ver u n it sh o w in g

ad ju s tab le  

d o w n  p ressu re  sp rin g

th read ed  ad ju s tm en t

fo r p rec ise  d ep th  se ttin g s



N o -T ill L in kag e  

fo r S in g le  R o w

H o p p er o p tio n s :

• M in i H o p p er - C S S

• 3 /4  B U  R ece iv in g  H o p p er fo r C S S

• 1 .5  B U  U N R

• 2  b u . (S tan d ard /S h o w n )

• 3  b u . 

in d ep en d en t d ep th

g au g e  w h ee ls h eavy  d u ty  v -d isc

o p en ers  w ith  cas t h u b s

W id e  p ara lle l lin kag e

w ith  ad ju s tab le  sp rin g s

th read ed  ad ju s tm en t

fo r p rec ise  d ep th  se ttin g s

standard face plate

accommodates most

unit mounted no-till

or fertilizer 

attachments

residue manager
moves residue

improves seed to

soil contact



N o -T ill L in kag e  w ith  M O N O S H O X ®  

fo r S in g le  R o w

no-till coulter 

tough residue

and soil condi-

tions. several

blade choices

to fit your soil

conditions.

no-till
coulter/residue
manager combo
first moves

residue in the

rows, then cuts

an opening for

the row unit.

1 /2”  s tee l lin kag e  w ith

7 /8”  s tee l p in s

H o p p er o p tio n s :

• M in i H o p p er - C S S

• 3 /4  B U  R ece iv in g  H o p p er fo r C S S

• 1 .5  B U  U N R

• 2  b u . (S tan d ard /S h o w n )

• 3  b u . 

in d ep en d en t d ep th

g au g e  w h ee ls

h eavy  d u ty  v -d isc

o p en ers  w ith  cas t h u b s

th read ed  ad ju s tm en t

fo r p rec ise  d ep th  se ttin g s

C o il-o ver ad ju s tab le  d o w n  

p ressu re  sp rin g  w ith  g as

filled  sh o ck  to  co n tro l

b o u n ce  an d  m a in ta in  

co n s is ten t p lan tin g  d ep th



5x5  To o lb ars

3 -R o w  S in g le  R o w  w ith  A d van ced  F ram e

6-R o w  Tw in -R o w  w ith  D o u b le  To o lb ar H itch

5x5

S p ec ifica tio n s

Ava ilab le  fro m  

2  R o w  to  12  R o w

R o w  sp ac in g  fro m

12” an d  u p

O p tio n s

R o w  M arkers

A d ju s tab le  D rive

W h ee ls

D ry  &  L iq u id  F ertilize r

o n  fram e

L in kag es  Ava ilab le

S tan d ard

H eavy  D u ty  D o w n

p ressu re

Q u ick  A d ju s t

M o u n ted  R ig id  P lan te rs

7x7  To o lb ars
7x7

S p ec ifica tio n s

Ava ilab le  fro m  

2  R o w  to  12  R o w

R o w  sp ac in g  fro m

12” an d  u p

O p tio n s

R o w  M arkers

A d ju s tab le  D rive

W h ee ls

H yd rau lic  D rive

C S S  50  B u . B u lk  S eed

L in kag es  Ava ilab le

S tan d ard

N o -T ill

M o n o sh o x



12 -R o w  Tw in -R o w  S tack in g  To o lb ar w ith

C en tra l S eed  S ys tem

16-R o w  S in g le  R o w  S tack in g  To o lb ar w ith  M o n o sh o x®

7x7  S tack in g  P lan te rs

fo r S in g le  R o w , Tw in -R o w  an d  U N R 7x7  S tack in g

S p ec ifica tio n s

S in g le  R o w

8  R o w  30”  to  40”

12  R o w  22”  to  40”

16  R o w  30”

24  R o w  22”

Tw in -R o w

8x2R o w  30”- 40”

12x2R o w  30”- 40”

16x2R o w  30”

O p tio n s

R o w  M arkers

G u ll W in g

L ift A ss is t W h ee ls

H yd rau lic  D rive

C S S  50  B u . B u lk  S eed

L in kag es  Ava ilab le

S tan d ard

N o -T ill

M o n o sh o x



P u ll-typ e  P lan te rs

C en te rflex  P u ll-Typ e  
fo r S in g le  R o w

24-R o w  S in g le  R o w  22  w ith  M o n o sh o x®

an d  liq u id  o p tio n s

6 -R o w  S in g le  R o w  R ig id  M o u n ted  w ith  N o -T ill lin kag e

an d  d ry  fe rtilize r o p tio n

P u ll-typ e

S p ec ifica tio n s

Ava ilab le  

2  R o w s  an d  u p

R o w  M arkers

S tan d ard

Tw in -R o w

Ava ilab le

O p tio n s

H yd rau lic  D rive

D ry  F ertilize r

L iq u id  F ertilize r

C en terflex

S p ec ifica tio n s

Ava ilab le  

12  R o w  30”

24  R o w  22”

R o w  M arkers

S tan d ard

O p tio n s

H yd rau lic  D rive

H yd rau lic  L o ck  &  fo ld

C S S  100  B u  B u lk  S eed

o n  24  R o w  22”

L iq u id  F ertilize r



24 -R o w  Tw in -R o w  30”  w ith  M o n o sh o x® , C S S , 

liq u id  fe rtilize r an d  track  o p tio n s .

16 -R o w  S in g le  R o w  30”  w ith  liq u id  fe rtilize r an d  C S S

N arro w  Tran sp o rt

fo r S in g le  R o w , Tw in -R o w  an d  U N R

N arro w  Tran sp o rt

S p ec ifica tio n s

S tan d ard

C o n fig u ra tio n s : 

S in g le  R o w

12  R o w  30”

16  R o w  30”

24  R o w  22”

24  R o w  30”

36  R o w  22”

48  R o w  22”

Tw in -R o w

12x2R o w  30”- 40”

16x2R o w  30”

24x2R o w  30”*

*Tracks  req .

C u sto m  

C o n fig u ra tio n s  

ava ilab le  in c lu d in g :

12” , 15” , 20”  ro w s

O p tio n s

R o w  M arkers

Tracks

C S S  100  B u . B u lk  S eed

L iq u id  F ertilize r



Tw in -R o w  C o n fig u ra tio n

Better plant spacing
• less competition for
nutrients and moisture

Quicker canopy
• controls weed pressure
• conserves moisture

Tw in-Row  Planters available from 4x2 Mounted and Stacking

to    24x2 Pull-type Narrow  Transport

Tw in -R o w  M ete r O p tio n

Sync -Row ®

Monosem Seed Stagger Timing System for Tw in-Row

•  Easily adjusted with a simple

turn of the dial, less than one

minute per twin-row pair.

•  Adjusts the position of the

seed disc to synchronize seed

drop.

•  Timing system designed to

maintain the staggered seed-

drop and create the diamond

pattern.



UNR  Con figu ra tion

UNR Planters available Rigid, Stacking 

and Narrow  Transport

UNR  S tacker w ith  CSS

UNR  N arrow  Transpo rt w ith  CSS



S ing le  R ow  C los ing  W hee l O p tions  

V-P ress  W h ee l
screw  ad ju s t / ru b b er c lo s in g  w h ee ls

V-P ress  W h ee l
t-h an d le  / ru b b er c lo s in g  w h ee ls

V-P ress  W h ee l
h an d le  ad ju s t, ru b b er o r cas t iro n

V-P ress  W h ee l
screw  ad ju s t / ru b b er c lo s in g  w h ee ls

F la t P ress  W h ee l
w ith  d isc  c lo s in g  sys tem

F la t P ress  W h ee l
w ith  h ille rs

R o w  U n it O p tio n s



Tw in -Row  C los ing  W hee l O p tions  

P R O  W h ee l 

V-P ress  W h ee l
h an d le  ad ju s t, ru b b er o r cas t iro n

F la t P ress  W h ee l
w ith  d isc  c lo s in g  sys tem

R o w  U n it O p tio n s

A large diameter 12” aluminum press

wheel with stainless steel edge.-

The wheel is positioned directly behind

the seed tube ahead of the V rear press

wheels and limits seed movement after

the seed exits the seed tube.

The Pro Wheel/ s rolling motion & flat sur-

face gently presses the seed into the

seed trench for improved seed to soil

contact providing optimal germination

and consistent plant emergence.- 

The Pro Wheel/ s flat surface also aids in

reducing sidewall compaction by break-

ing down the v trench.- Standard features

include a wheel scraper and lockup for

adverse conditions.



Row  Un it O p tions

For S ing le  R ow  For Tw in -Row  

Row  C leaners



Row  Un it O p tions

Cast Point

Gauge Wheels shown with optional scrapers

seed tube wind boot

standard cast point

seed tube residue gaurd

v-shoe insertv-slice insert with 

starter tube
standard cast point

with starter tube

narrow standard double



G ranu la r A p p lica to r O p tio n s

Pull-type dry fertilizer
includes a heavy-duty double disc opener.  Rates are

easily adjusted from 40 to 600 lbs. per acre.

D ry  F ertilize r

3-pt Mounted

PM 100 
basic flow model

with blinking lights 

S eed  M o n ito r   

In  fu rro w  O p tio n s

* IS O  m o n ito rin g    

7x7 pull-type 
double disc opener

5x5 toolbar mounted
fertilizer opener

ground driven 
worm gear metering
system for accuracy  
33 or 50 lb capacity

rear mounted 
70 lbs capacity

7x7 toolbar mounted
double disc opener



L iqu id  Fertilize r

Pull-type3-pt Mounted

In  fu rrow  O p tions

r   O p tions  

Piston pump option

CS 3000 
selective blinking lights

or bar graph

DICKEY-john®

10” Cab kit
hydraulic drive system control

and monitoring

DICKEY-john®

12” Cab kit 
hydraulic drive system control,

monintoring and auto section control

   ava ilab le  th rough  ISO  v irtua l te rm ina l

7x7 notched single disc opener
with optional gauge wheel

7x7 double disc openersingle disc opener with knife
or injector



M onosem  is  ded ica ted  to  

b ring ing  you  the  bes t in  p lan ting

techno logy, he lp ing  you  ach ieve  bes t

resu lts  from  every  seed  you  p lan t. 

M onosem  Inc . 1001  B lake  S tree t, E d w ard sv ille , K an sas  66111  U S A

P h o n e  913 .438 .1700  F ax  913 .438 .5455

m o n o sem -in c .co m 0
1

-2
0

1
4

.n
g

+

M o n o sem  In c . / N o rth  A m erica

H eavy  D u ty  C u sto m  B u ilt P lan te rs  

F o r R o w  C ro p s F o r S m all S eed s

N atio n w id e  D is trib u tio n  an d  S erv ice  w ith

M an u fac tu rin g  in  E d w ard sv ille , K S  an d  Ith aca , M I

E d w ard sv ille , K S

Ith aca , M I


