


INTRODUCTION _____________________________________________________________________________ 
 
 
 
 
 
 

Congratulations on your purchase of a MONOSEM planter. 
 
 

 
This manual has been prepared for use in operation, adjustment, and maintenance of the planter.  Read this manual 
carefully before operating your planter. 
 
The information used in compiling this manual is current, however as production changes do occur on a continual 
basis, Monosem Inc. reserves the right to change specifications or designs without notice and without the obligation 
to install the same on previously manufactured machines. 
 
Please take the time now to record your serial number and date of purchase for a reference when ordering 
replacement parts for your Monosem NG Plus 4 planter. 
 
 
 
Serial Number _______________________________           
 
 
Date _________________________________________ 
 
 
 
The WARRANTY for your NG Plus 4 planter is printed on the back cover. 
 

While reading your manual you will see the symbol   and the words CAUTION, WARNING, DANGER.  
Pay particular attention to the safety information given.  Failure to observe the safety symbols can cause damage to 
the machine and/or personal injury.  A detailed description of the safety symbols and their meaning is found in the 
safety section of this manual. 
        

 
2 precautions for successful planting: 

 
1.  Choose a reasonable working speed adapted to the 
field conditions and desired accuracy. 
 
2.  Check proper working of the seed metering, seed 
placement, spacing and density when starting up and 
from time to time during planting. 

 
� and don’t forget � accurate planting is the 
key to a good stand! 

This is a dowloadable version of the manual. A partial download may not contain all pertinent information. Make sure to read Chapter 1, Safety. 
Due to ongoing upgrades specifications may change without notice, contact a Monosem Rep for current information.
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SPECIFICATIONS ____________________________________________________________________________ 
 
3 pt Mounted 7�x 7� TWIN-ROW  STACKER BAR  
 
 
FRAME - Stacking Toolbar 7"x 7" 
  
 
PLANTING UNIT � NG Plus 4 Monosem 
 Vacuum Metering Box 
 Double Disc Opener 
 Depth Gauge Wheels 
 Adjustable Closing Wheels 
 
STANDARD ROW SPACING  TRANSPORT WIDTH  WEIGHT*  
 
 8x2 Twin-Row 36" 40�‘   12� 7�    7,000 lbs.  

12x2 Twin-Row 38" 40�‘   19�8�    11,500 lbs.  
 
* The base machine weights include planter frame, optional row markers, drive components, tires and wheels, 
hydraulic cylinders and NG Plus 4 row units with seed hopper and lid. 
 
 
DRIVE SYSTEM 
 Ground Drive 
 Four Heavy Duty Adjustable Drive Wheels with 7.60x15 tires 
 
TRANSMISSION 
 Three Transmissions 
 
MARKERS 
 Rear Folding Marker 
 
TURBOFAN 
 450 rpm with Hydraulic Drive 
 500 High Output with Hydraulic Drive 
 500 Extra High Output with Hydraulic Drive 
 
OPTIONAL EQUIPMENT 
 Hydraulic Drive (GPS Compatible) 
 Electronic Seed Monitor 
 Microsem Insecticide System 

Disc Hiller System, with Flat or V Press Wheel 
 Lift Assist Wheels 
 U.S. Insecticide 
 U.S. Insecticide/Herbicide 
 No-Till & Minimum Till Attachments 
 
 
  

This is a dowloadable version of the manual. A partial download may not contain all pertinent information. Make sure to read Chapter 1, Safety. 
Due to ongoing upgrades specifications may change without notice, contact a Monosem Rep for current information.
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SAFETY PRECAUTIONS ______________________________________________________________________ 
 
 

 1.   1

   This symbol means: 
ATTENTION - BECOME ALERT 
YOUR SAFETY IS INVOLVED. 

When you see this symbol on the machine or 
in this manual, be alert to the potential for personal 
safety.  Follow all recommended precautions.  Safety 
of the operator is one of the main concerns in 
designing and developing a new piece of equipment.  
You, the operator, can avoid many accidents by 
observing the warning signs. 
 
Keep safety warning signs clean and readable.  
Replace all labels on your machine that are damaged, 
unreadable, or missing.   
 
The signal words used in this manual and on the 
machine are DANGER, WARNING, and 
CAUTION.  Signal words designate a level of 
hazard: 
 
DANGER: Indicates an imminently hazardous 
situation that, if not avoided, will result in death or 
serious injury.   
 
WARNING:  Indicates a potentially hazardous 
situation that, if not avoided, could result in death or 
serious injury, and includes hazards that are exposed 
when guards are removed, or to alert against unsafe 
practices. 
 
CAUTION:  Indicates a potentially hazardous 
situation that, if not avoided, may result in minor or 
moderate injury, or to alert against unsafe practices. 
 
Listed below are safety precautions that should 
become standard practice before and during 
operation, transport, and maintenance of the planter. 
 
 

  GENERAL SAFETY 
 
Any alterations to the design of this planter may 
create safety hazards.  In the case of alterations or 
changes, you MUST follow all appropriate safety 
standards and practices to protect you and others near 
this machine from injury. 
 
Agricultural chemicals can be dangerous.  Improper 
use can result in injury to persons, animals and soil.  
Handle with care and follow instructions of the 
chemical manufacturer. 

  BEFORE OPERATION 
 
•  Carefully study and understand this manual. 
 
•  Learning takes time.  Do not hurry the learning process 
or take the unit for granted.  Ease into it and become 
familiar with your new planter. 
 
•  Practice operating your planter and its attachments.  
Completely familiarize yourself and other operators with 
its operation before using. 
 
•  Do not wear loose fitting clothing that could catch in 
moving parts. 
 
•  Wear suitable protective clothing, 
shoes, protective hearing and safety 
glasses.  Have necessary safety 
equipment for handling certain materials you may come 
in to contact with, such as extremely dusty, molds, fungi, 
bulk fertilizers, insecticides, etc. 
 
•  Inflate the planter tires evenly. 
 
•  Inspect the planter for loose bolts, worn parts or 
cracked welds, and make necessary repairs.  Never 
operate equipment that is not in safe working condition. 
 
•  Before applying pressure to the hydraulic system, make 
sure all connections are tight and that hoses and fittings 
are not damaged.  Hydraulic fluid escaping under pressure 
can penetrate the skin causing serious injury. 
 
•  Before operating the planter for the first time and 
periodically thereafter, check to be sure the lug nuts on 
the transport wheel are properly torqued.  This is 
especially important you are going to transport the planter 
for a long distance. 
 
•  Do not allow anyone to stand between the tongue or 
hitch and the towing vehicle when backing up to the 
planter. 
 
•  Lower the toolbar stands to support the planter.  
Do not stand between the tractor and the planter 
when connecting or disconnecting the implement.  
 
•  Install lock ups on markers, as provided prior to 
transporting the planter or working around the unit. 
 
•  Stay clear when raising or lowering folding sections.  
Make sure no one else is near the planter when the folding 
sections are raising or lowering. 
 
•  Remove any tools that are on or in the planter. 

This is a downloadable version of the manual.  A partial download may not contain all pertinent information.  Make Sure to read Chapter 1, Safety! 
Due to ongoing upgrades specifications may change without notice, contact a Monosem Rep for current information.

© Monosem Inc. 2012



 
SAFETY PRECAUTIONS ______________________________________________________________________ 
 
 

 1.   2

 

  DURING OPERATION 
  •  Beware of bystanders, particularly children!  
Always look around to make sure that it is safe to 
start the engine of the towing vehicle. 
 
•  Use necessary safety lights and devices and 
observe legal regulations before transporting on 
public roads.  Check to be sure that all warning lights 
are working properly before transporting machine. 
 
•  Do not allow passengers anywhere on or in the 
planter during operation. 
 
•  Be especially observant of the operating area and 
terrain � watch for holes, rocks or other hidden 
hazards. 
 
•  Always inspect the operating area prior to 
operation.  Do not operate near the edge of drop-offs 
or banks.  Be extra careful when working on inclines. 
 
•  Do not operate on steep slopes as overturn 
may result. 
 
•  Avoid sudden uphill turns on steep 
slopes, as shift of weight could cause a 
rollover. 
 
•  Reduce speed prior to turns to avoid the risk of 
overturning. 
 
•  Keep hands and clothing clear of moving parts. 
 
•  Always make sure there are no persons near the 
planter when the marker assemblies are in operation. 
 
•  If a marker cylinder was removed for any reason, 
do not attach the rod end of the cylinder until the 
cylinder is cycled several times to remove any air that 
may be trapped in the system. 
 
•  Serious injury or death can result from contact with 
electric lines.  Use care to avoid contact with electric 
lines when moving or operating this machine. 
 
•  This planter is designed to be driven by ground 
tires only.  The use of hydraulic, electric or PTO 
dives may create serious safety hazards to you and 
the people nearby.  If you install such drives you 
must follow all appropriate safety standards and 
practices to protect you and others near this planter 
from injury. 
 

•  Lower the planter when not in use and cycle the 
hydraulic control lever to relieve pressure in hoses. 

  FOLLOWING OPERATION 
•  When you stop operation of the planter, even if 
periodically, stop the tractor, set the tractor or towing 
vehicle brakes, disengage the PTO and all power 
drives, shut off the engine and remove the ignition 
key. 

  UNHOOKING THE PLANTER 
•  Lower the toolbar stands to support the planter.  
Do not stand between the tractor and the planter 
when connecting or disconnecting the implement.   
 
•  Before unhooking the planter from the tractor, 
fully extend the jack stands to the point where the 
toolbar will remain level.  Lock the stands securely in 
place with the locking pins. 
 
•  Lower the planter to the ground.  Set the tractor or 
towing vehicle brakes, disengage PTO and all power 
drives, shut off the engine and remove the ignition 
key. 
 
•  Unhook the tractor lift arms from hitch pockets and 
remove center link.  If a quick attach is used, position 
levers so that the locking mechanism is in the 
�unlatched� position and lower. 
 
•  When the lift arms or quick attach arms are clear of 
the tractor, slowly drive the tractor away from the 
planter. 

    STORING THE PLANTER 
•  Store the planter on a dry, level surface.  An 
uneven surface could cause the planter to shift or fall, 
resulting in injury or death.  Store planter in an area 
away from human activity. 
 
•  Do not permit children to play on or around the 
stored planter. 
 
•  The planter should be stored in a dry and dust-free 
location with the hydraulic cylinders closed. 
 
•  Engage all safety devices for storage. 
 
•  You may need wheel chocks to prevent the parked 
planter from rolling. 
 
•  Never work under the planter while in raised 
position without installing safety lockup pin. 

This is a downloadable version of the manual.  A partial download may not contain all pertinent information.  Make Sure to read Chapter 1, Safety! 
Due to ongoing upgrades specifications may change without notice, contact a Monosem Rep for current information.
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  PERFORMING MAINTENANCE 
 
•  Good maintenance is your responsibility. 
 
•  Make repairs in an area with plenty of ventilation.  
Never operate the engine of the towing vehicle in a 
closed building.  The exhaust fumes may cause 
asphyxiation. 
 
•  As a precaution, always recheck the hardware on 
equipment following every 100 hours of operation.  
Correct all problems. 
 
•  Before working on the planter, stop the towing 
vehicle, set the brakes, disengage the PTO and all 
power drives, shut off the engine and remove the 
ignition keys. 
 
•  Never work under the planter while it is in a raised 
position. 
 
•  Be certain all moving parts have come to a 
complete stop before attempting to perform 
maintenance. 
 
•  Always use the proper tools or equipment for the 
job at hand. 
 
•  Never use you hands to locate a hydraulic leak.  
Use a small piece of cardboard or wood.  Hydraulic 
fluid escaping under pressure can penetrate the skin.  
If injured by escaping hydraulic fluid, see a doctor at 
once.  Gangrene can result.  Without immediate 
medical treatment, serious infection and reactions can 
occur. 
 
•  Replace all shields and guards after servicing and 
before moving. 
 
•  After servicing, remove all tools, parts and service 
equipment from on or in the planter. 
 
•  If the planter has been altered in anyway from the 
original design, the manufacturer does not accept any 
liability for injury or warranty. 
Any alterations to the design of this planter may 
create safety hazards.  Follow safe practices to avoid 
injury. 

  TIRE SAFETY 
•  Inflating or servicing tires 
can be dangerous.  Do not 
attempt to mount a tire unless 
you have the proper 
equipment and experience to 
do the job.  Whenever 
possible, call a trained person to service and/or mount 
tires. 
•  Failure to follow proper procedures when 
mounting a tire on a rim can produce an explosion 
that may result in serious injury or death. 
•  Check wheels for low pressure, cuts, bubbles, 
damaged rims or missing lug bolts and nuts.  
 

  DRIVE LINE SAFETY 
DANGER.  
Contact with a 
Rotating drive line 
can cause death � 
keep away.  Do not 
operate without all 
driveline, tractor and equipment shields in place.  
Make sure driveline is securely attached at both 
ends, and that driveline shields turn freely on 
driveline. 
 

  HYDRAULIC 
SYSTEM SAFETY 
DANGER.  Before applying 
pressure to the hydraulic 
system, check that all 
connections are tight and that 
the hoses and fittings have not been damaged.  
Hydraulic fluid escaping under pressure can 
penetrate the skin causing serious injury.  If 
injured by escaping hydraulic fluid see a doctor at 
once.  Gangrene can result. 
 
•   Relieve pressure on system before repairing, 
adjusting or disconnecting. 
 
•  Wear proper hand and eye 
protection when searching for leaks.  
Use wood or cardboard instead of 
hands. 
 
•  Keep all components in good repair. 
 
 

This is a downloadable version of the manual.  A partial download may not contain all pertinent information.  Make Sure to read Chapter 1, Safety! 
Due to ongoing upgrades specifications may change without notice, contact a Monosem Rep for current information.
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DO NOT STAND
between tractor
and planter during
hook-up.
Severe bodily harm
may result.
Lower toolbar stands
before unhitching.

DANGER

 
ST050 On Front Toolbar 
  
 

 
ST052 Row Marker 
 
 

 
ST053 Front of hopper of inside 
wing unit of stacker 
 
 

 
ST054 Front Toolbar 

 
 
 
 
 
 
 
 
 
 
 
ST055  
Inside of Granular hopper lid. 
 

 
ST056 Front of Pull-Type 
toolbar. 
 

 
ST057 PTO Shaft. 
 

 
ST058 
 

 
ST059  
 
 
 
 

 

ST061 Front Toolbar Near Hitch 
 

 
ST075 Spanish ver. of ST054 
 

 
ST076 Spanish ver. of ST050 
 

 
ST077 Spanish ver. of ST055 
 

 
ST079 Spanish ver. of ST057 

Shown below are various safety stickers, their part number and location.  Keep the safety warning signs clean 
and readable.  Replace all damaged, unreadable, or missing warning labels on your machine. 

This is a downloadable version of the manual.  A partial download may not contain all pertinent information.  Make Sure to read Chapter 1, Safety! 
Due to ongoing upgrades specifications may change without notice, contact a Monosem Rep for current information.
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For the initial preparation of the planter, lubricate the 
planter and row units.  Make sure all tires are evenly 
inflated, that all drive chains have the proper tension, 
alignment and lubrication. 
 

CAUTION!  Before starting up the planter, 
check that all main bolts are properly tightened and 
that planting units are equipped with the proper seed 
disc.  Also check that the shutters inside the metering 
boxes are adjusted correctly.  (See Metering Box.)  
Check daily to see if the bolts of the hitch are tight as 
loose bolts can cause the brackets to break. 

WARNING!  The PTO shaft should be at a 
reduced angle during lifting.  If the angle is too steep, 
reduce the PTO speed at the end of the field.  
(Normally the seed will remain under suction even at 
400 rpm.) 

CAUTION!  Except when absolutely 
necessary, do not leave the turbofan running when 
the planter is in a raised position. 
 
When planting small seeds (rape, cabbage, uncoated 
sugarbeet), make sure that the hoppers fit tightly at 
the bottom.  This may be improved if necessary by 
using a sealant.  When planting these small seeds, it 
is recommended to fill the hopper only one-third full. 
 
 
LUBRICATION 
Proper lubrication of all moving parts will help 
ensure efficient operation of your Monosem planter 
and prolong the life of friction producing parts. 
All bearings (wheels, disc openers, turbofan, and 
metering box) are self-lubricated for life and 
therefore no additional greasing is necessary. 
 
The gauge wheel arms may require daily greasing. 
 
The hub of each drive wheel requires greasing once 
per season.  
 
A general lubricant each day of the chains for the 
seed spacing gearbox, drive wheel blocks and 
metering units is recommended (preferably with a 
chain lubricant which does not attract dust). 
 
NOTE:  For 5 x 5 Mounted machines, before starting 
up the planter, grease the hexagonal shaft where the 
upper sprocket cluster of the gearbox slides to allow 
easier alignment of the sprockets.  
 

 Also lubricate the claws of the safety clutch of each 
planting unit to allow for disengagement in case of a 
blockage. 
 
Oil the chain rollers and shafts of the metering unit 
chain moderately. 
 
All transmission and drive chains should be 
lubricated daily with a chain lubricant (which does 
not attract dust).  Extreme operating conditions such 
as excessive dirt, temperature or speed may require 
more frequent lubrication.  If a chain becomes stiff, it 
should be removed, soaked and washed in solvent to 
loosen and remove dirt from the joints.  Then soak 
the chain in oil so that the lubricant can penetrate 
between the rollers and bushings. 
 
LUBRICATE WHEEL BEARINGS  
Wheel bearings should be repacked with clean, 
heavy-duty axle grease once a year or at the 
beginning of each planting season.  This applies to all 
drive wheels, transport wheels, and marker hubs.   
 
LUBRICATE GREASE FITTINGS 
Those parts equipped with grease fittings should be 
lubricated at the frequency indicated with SAE 
multipurpose type grease.  Be sure to clean the fitting 
thoroughly before using a grease gun.  The frequency 
of lubrication recommended is based on normal 
operating conditions.  Severe or unusual conditions 
may require more frequent attention. 
 
There are a number of sealed bearings on your 
planter to provide trouble free operation.  These 
sealed bearings are lubricated for life. 
 
Frequency of lubrication for: 
Chain lubricant 

DAILY   
• Unit drive chains 
• Wheel block drive chains 
• Transmission chains & rollers 
• Insecticide drive chains 
• Liquid fertilizer squeeze pump drive 
• Chain rollers and shafts on unit 

 
Grease 

DAILY 
• Gauge wheel arms 
• Row marker hinge points 

 
WEEKLY 
• Row unit closing wheel/disc closing 

assembly pivot points. 
 

This is a downloadable version of the manual.  A partial download may not contain all pertinent information.  Make Sure to read Chapter 1, Safety! 
Due to ongoing upgrades specifications may change without notice, contact a Monosem Rep for current information.
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CHAIN TENSION ADJUSTMENT 
The drive chains are spring loaded and therefore self-
adjusting.  The only adjustment needed is to shorten 
the chain if wear stretches the chain and reduces 
spring tension.  The pivot point of these idlers should 
be checked periodically to ensure they would rotate 
freely. 
 
 
TIRE PRESSURE 
Tire pressure should be checked regularly and 
maintained as follows: 
 
Transport ground drive: 7.60 x 15     35 PSI (7x7) 
                                       5.90 x 15     36 PSI (5x5) 
 

DANGER     
Rim and tire 
servicing can be 
dangerous.  
Explosive 
separation of a tire 
and rim parts can 
cause serious injury or death. 
 
Do not attempt to mount a tire unless you have the 
proper equipment and experience to perform the 
job.  Only properly trained and equipped people 
should do this job.  
 
Maintain the correct tire pressure.  Do not inflate 
the tires above the recommended pressure. 
 
When inflating tires, use a slip-on air chuck and 
extension hose long enough to allow you to stand 
to one side, and not in front of or over the tire 
assembly.  Use a safety cage to enclose the tire and 
assembly when inflating. 
 
Inspect tires and wheels daily.  Do not operate 
with low pressure, cuts, bubbles, damaged rims or 
missing lug bolts and nuts.    
 
 
 

 
VALVE BLOCK ASSEMBLY INSPECTION 
 
The valve block assembly consists of the marker 
sequencing and flow control valves in one assembly.  
The sequencing valve consists of a chambered body 
containing a spool and series of check valves to direct 
hydraulic oil flow.  Should the valve malfunction, the 
components may be removed for inspection as 
follows: 
 

1. Remove valve block assembly from planter 
 

2. Remove detent assembly and port adapter 
assemblies from rear of valve block. 

 
3. Remove plug from both sides of valve block 

and remove spool. 
 

4. Inspect all parts for pitting, contamination or 
foreign material.  Also check seating 
surfaces inside the valve.  Replace any parts 
found to be defective. 

 
5. Lubricate spool with light oil and reinstall.  

Check to be sure spool moves freely in valve 
body. 

 
Important:  Make sure the correct check ball(s) and 
spring are installed in each valve bore before 
reassembly. 
 
A flow control valve is located on each side of the 
block assembly.  The flow control valves should be 
adjusted for raise and lower speed as part of the 
assembly procedure or upon initial operation.  If the 
valve fails to function properly or requires frequent 
adjustment, the needle valve should be removed for 
inspection.  Check for foreign material and 
contamination.  Be sure the needle moves freely in 
adjustment screw.  Replace any components found to 
be defective. 
 

This is a downloadable version of the manual.  A partial download may not contain all pertinent information.  Make Sure to read Chapter 1, Safety! 
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TRACTOR PREPARATION & HOOKUP 
Consult your dealer for information on the minimum 
tractor horsepower requirements and tractor 
capability.  Tractor requirements will vary with 
planter options, tillage and terrain.   Check your 
tractor manual for specific detailed information 
regarding the operation of your tractor. 
 

1. Set tractor rear wheel spacing at double the 
planter row spacing.  On wide front-end 
tractors set the front wheel spacing equal to 
rear wheel spacing.  Check tractor operator�s 
manual for correct front and rear tire 
pressure. 

 
2. Adjust the lift links on the tractor so the 

planter will lift level from side to side and 
raise high enough for planter transport 
clearance.  Set the sway blocks on the 
tractor in position to prevent side sway.  Be 
sure the individual lift link arms are in the 
float position. 

 
3. Back the tractor up to the planter.  Position 

the lower hitch pins and spacers for your 
type of tractor hitch.  Line up the holes.  
Insert the hitch pins that are provided 
through the hole to lock in place.  It may be 
necessary to change the length of the upper 
link with the adjusting handle. 

 
Note:  If the tractor has an adjustable center link, 
using the lowest adjustment hole will provide 
maximum clearance in the raised position and yet 
allow the planter to remain level during field 
operation. 
 

DANGER     Never transport folding models 
with lift assist wheels without a quick hitch in place.  
If a quick hitch is not in place, a sudden stop could 
allow the toolbar to rotate forward causing serious 
personal injury or damage to the equipment. 

4. Connect the PTO drive shaft to the tractor.  
In addition to a standard 450/540 rpm PTO, 
a 1000-rpm shaft is available. 

CAUTION     Make sure that you connect 
the proper end of the PTO to the tractor.  An arrow 
on the PTO indicates the end that is attached to the 
tractor. 
 

The following sticker is placed on your PTO shaft for 
your safety. 
 

DANGER   
Rotating driveline 
contact can cause 
death � keep away.  
Do not operate 
without all driveline, 
tractor and 
equipment shields in 
place, without 
drivelines securely 
attached at both 
ends, and without driveline shields that turn freely 
on driveline. 
 

5. Connect the hydraulic hoses to tractor ports 
in a sequence that is both familiar and 
comfortable to the operator.   

DANGER:  
Before applying 
pressure to the 
hydraulic system, make sure all connections are 
tight and hoses and fittings have not been 
damaged.  Hydraulic fluid escaping under 
pressure can have sufficient force to penetrate 
skin, causing injury or infection. 

CAUTION     Always wipe hose ends to 
remove any dirt before connecting couplers to tractor 
parts. 
 
NOTE:  Double check that the locking sleeves or 
locking pins on the row markers are in working 
position. 
 

6. Raise the planter slowly and watch for any 
interference.  Remove pin from each parking 
stand and raise each to the transport.  Secure 
stands in the raised position with the pin in 
the lowest hole. 

 
7. Slowly lower the planter so the drive wheels 

rest on the ground, and check to be sure that 
the planter is level.  Readjust the top link as 
required to level row units. 

 

CAUTION     As a general safety practice 
and to avoid damage to the tractor hydraulic system, 
always lower the planter when not in use. 
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IMPORTANT:  Check daily to see if the bolts of the 
hitch are tight as loose bolts can cause the brackets to 
break. 
 
 
LEVELING THE PLANTER 
For proper operation of the planter and row units, it is 
important that the unit operate level. 
 
With the planter lowered to proper operating depth, 
check to be sure that the frame is level fore and aft 
(front to back and side to side).  Recheck once the 
planter is in the field. 
 
Tire pressure can affect the lateral leveling of the 
planter.  Maintain the tire pressure as mentioned in 
this section. 
 
On planters equipped with the optional dual lift assist 
wheels, adjustment holes on the lift assist cylinder 
mounts allow for adjustment for lift height and 
adjustment for leveling the planter frame.  Depth 
stops on the lift assist cylinders can be added or 
removed for additional adjustment.  
 
 
TRANSPORTING THE PLANTER 

CAUTION:  Use necessary safety 
precautions such as safety lights and devices. 
 
Observe legal regulations before transporting the 
planter on public roads. 
 
Always drive at a safe speed relative to local 
conditions and ensure that your speed is low enough 
for an emergency stop to be safe and secure. 
 
Do not carry passengers on transported equipment. 
 
Make sure to clear any obstructions overhead and to 
the side of the implement while transporting. 
 
Make allowances for increased length and weight of 
the planter when making turns, stopping, etc. 
 
 
OPERATING SPEED 
The operating speed needs to be selected as a 
function of: 
 • The desired consistency in the row 
 • The ground conditions 
 •••• The density of the seed 
 

 
OPERATING SPEED 
A high speed is not conducive to accuracy, especially 
in rough or rocky conditions that causes the unit to 
bounce. 
 
Likewise, a high seed density may cause the disc to 
rotate fast, thus burdening the metering. 
 
It should be noted, and especially for corn, that 
misshapen and angular seeds are difficult to sow 
regularly, particularly at high working speeds. 
 
A base speed of 3 ‰ to 4 ‰ mph (5-7 km/h) assures 
good results for most seeds in the majority of 
conditions.  However, when planting corn at lighter 
population more than 6" (15 cm) between the seed, 5-
6 mph (8-10 km/h) is quite possible. 
 
For planting of high seed population such as peanuts, 
edible beans, and kidney beans, best results can be 
obtained by not going faster than 3-4 mph (4.5-6 
km/h). 
 
 
FIELD TEST 
Before the initial operation of the planter, a field test 
is advised.  Check for the following: 
 

• That the planter is level (front to back and 
side to side)    

• Check that the hydraulics of the 3-point 
hitch of the tractor is in a float position 
while planting. 

• That all of the row units are running level 
and remain parallel to the ground when 
planting. 

•  Check that each metering unit is metering 
properly (see metering unit section). 

• Check that the seed disc you are using has 
the proper number of holes and proper 
diameter of holes for the type of seed you 
will be planting (see Seed Disc section in 
chapter 6 � Row Unit). 

• Check that the row markers are adjusted 
properly. 

• Check that you are using the proper 
application rates of chemicals on all rows. 

• Check that you have set the desired depth of 
seed placement and checked your seed 
population on all rows. 
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DO NOT STAND
between tractor
and planter during
hook-up.
Severe bodily harm
may result.
Lower toolbar stands
before unhitching.

DANGER

 
CHECKING SEED POPULATION 

1. Only one planting unit is necessary to check 
your seed population.  Tie up the sets of 
closing wheels on one unit with a heavy 
cord or light chain.  It may be necessary to 
decrease the tension of the closing wheel 
arm. 

 
2. Put seed in the seed hopper. 

 
3. Begin planting.  At the end of a short 

distance (for example 100 yards or 90 
meters) check to see if seed is visible in the 
seed trench.  Make adjustments in your seed 
depth if necessary. 

 
4. Measure off 1/200 of an acre of the test row 

just planted.  Use the chart below to find the 
approximate distance.  Mark this distance 
with flags. 

 
Count the seeds within the distance between the 
flags.  Multiply the number of seeds counted in this 
distance by 200.  This will give you the total number 
of seeds planter per acre. 
 
 Length of Row in Feet 
 
   Row Width 
Fraction 
Of Acre      22"     30"      36"      40" 
 
 
  1/200    119      87      72 ‰     66 
 
 
Note:  When viewing the test row for seed population 
and placement, remember that the closing wheels 
were tied up in a raised position.  Therefore, the 
seeds may have rolled or bounced and will affect 
your seed placement for accuracy. 
 
 
UNHOOKING THE PLANTER 

DANGER:  
Before unhooking the 
planter from the tractor, 
fully extend the jack 
stands to the point where 
the toolbar will remain level.  Lock the stands 
securely in place with the locking pins. 
Do not stand between the tractor and the planter 
when connecting or disconnecting the implement.  
 
 

 
TOOLBAR STANDS 
One or two toolbar stands are located on the front of 
the main frame.  Do not position the stands directly 
behind the tractor tire or they will hit when the 
planter is raised.  Planters with front mounted drive 
wheels do not require toolbar stands. 
 

1. Lower the planter to the ground.  Set the 
tractor or towing vehicle brakes, disengage 
PTO and all power drives, shut off the 
engine and remove the ignition key. 

 
2. Unhook the tractor lift arms from hitch 

pockets and remove center link.  If a quick 
attach is used, position levers so that the 
locking mechanism is in the �unlatched� 
position and lower. 

 
3. When the lift arms or quick attach arms are 

clear of the tractor, slowly drive the tractor 
away from the planter. 

 
 
STORAGE 
After the season, thoroughly clean the machine, 
especially the metering boxes.  The microgranular 
applicator should be completely emptied and the 
fertilizer applicator scraped of any fertilizer residue.  
After emptying the trap doors, turn the shafts 
manually to remove any residual product from the 
mechanism. 
 

• Except for the microgranular applicator, 
protect all metal parts against oxidation by 
applying a coat of oil or diesel fuel. 

• Grease the exposed areas of cylinder rods.  
Also grease or paint the disc openers to 
prevent rust.   

• Inspect and replace any worn parts at the 
end of the planting season.   New parts are 
available for replacement from your dealer. 

• Remove all trash that may be wrapped on 
sprockets or shafts and remove dirt that can 
draw and hold moisture. 

• Clean all drive chains and coat with a rust 
preventative spray, or remove chains and 
submerge in oil. 

• Lubricate planter and row units at all 
lubrication points. 

 
The planter should be stored in a dry and dust-
free location with the hydraulic cylinders closed. 
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3. 1 

 
STACKER BAR 
 
The Stacker Bar includes a heavy 3/8� wall tubing, 14� wide hinge joints for the Large Stacker, 12� hinge joints for the Small 
Stacker and two 5� x 24� cylinders on the Large, two 3.5� x 24� for the Small.  To reduce stress on the hinge points and 
provide extra support the hitch mast is braced to the truss bar. 
 
The maximum weight allowed on each wing of the Stacker Bar is 3200 pounds.  This combined weight is to include all 
planter units, planter drives, optional equipment, seed and insecticide. 
 

  CAUTION 
The Maximum transport speed for this Stacker Bar is 10 MPH, or 16 km/h.  DO NOT EXCEED.  Never travel at 
any speed that does not permit adequate control of steering and stopping. 

 
 WARNING 

Secondary Bars used on the wings of the Stacker Bar are not to be more than six inches (6�) from the main bar.  
Use of secondary bars further than six inches on the wings will cause damage to the Stacker Bar. 

 
 
OPERATION - LARGE STACKER BAR-  
Change From Rigid to Flex 

1. Take Pin A from holder position and insert into 
hole to fix wing and center section together. 

2. Take Pin B from holder position, and insert into 
hole. 

3. Loosen both sets of jam nuts & hex nuts at D & 
E 

4. Remove pin C, reposition Leveling Link and re-
pin in the lower hole 

5. Remove outer jam nut, hex nut, and washer at E.  
Add another PVC spacer to the one already 
present. 

6. Reposition hex nut & jam nut pair at D, 1 9/16� 
in toward the fixed end. 

7. Reposition hex nut & jam nut at D, positioning 
them up against the PVC spacers. 

8. Securely tighten both sets of jam nuts & hex nuts 
against each other without putting pressure on 
the PVC spacers. 

9. Remove Pin A from hold, and place in holder. 
 

 
LARGE STACKER BAR - Change From Flex to 
Rigid 

1. Take Pin A from holder position, and insert 
into hole to fix wing and center section 
together. 

2. Remove Pin B from hole, and place into 
holder. 

3. Loosen both sets of jam nuts & hex nuts at 
D & E 

4. Remove Pin C, reposition Leveling Link and 
re-pin in upper hole. 

5. Remove outer jam nut, hex nut, washer, and 
one PVC Spacer at E. 

6. Reposition hex nut & jam nut pair at D, 
tighten snug against Leveling Link. 

7. Reinstall washer, hex nut, and jam nut at E, 
positioning them up against the Leveling 
Link. 

8. Securely tighten both sets of jam nuts & hex 
nuts against each other. 
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OPERATION 
 
SMALL STACKER BAR 
 
You can set the small Stacker Bar in the Rigid, the 
Flex Up & Flex Down, or the Flex Up only operating 
modes. 
 
If the planter has drive wheels on the wings, you can 
only use the Rigid operating mode. Refer to diagram. 
 
NOTE: 
You may have to adjust the Leveling Link in order to 
easily place or remove Pin 1 & 2 in their respective 
holes.  If adjusted for this reason, you must return the 
Leveling Link to its original setting to make the 
wings level when folded for transport.  Adjust 
Leveling Link as follows: 
1.  Raise planter off ground in unfolded position. 
2.  Relieve all cylinder pressure. 
3.  Adjust Leveling Link so that you can easily install 
or remove the pin. 

 
 
 
Rigid 
Pin 1 � Hole A 
Pin 2 � Storage Holder 
Pin 3 � Hole D 
To transport, remove Pin 3, and place in Storage 
Holder 
 
Flex Up & Down 
Pin 1 � Storage Holder 
Pin 2 � Hole C 
Pin 3 �Storage Holder 
To transport, remove Pin 2, and place in Storage 
Holder 
 
Flex Up Only 
Pin 1 � Hole B 
Pin 2 � Hole C 
Pin 3 � Storage Holder 
To transport, remove Pin 2, and place in Storage 
Holder. 
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PART No. DESCRIPTION PART No. DESCRIPTION
100-114 Hex bolt 1/2 x 1 198-197 Elbow fitting
100-174 Hex bolt 3/4 x 9 301-080 Bracket angle right
100-264 Hex bolt 1/4 x 7 1/2 301-081 Bracket angle left
100-353 Hex bolt M10 x 40 301-082 Rest brt. Pin
100-360 Hex bolt M12 x 25 301-146 Hinge pin
102-004 Nut 5/16 301-148 Wing pin
102-009 Nut 3/4 301-149 Linkage pin
102-012 Nut 1 1/8 301-150 Spacer plate
102-040 Nut 1 3/8 301-153 Spacer bushing
102-063 Jam nut 1 3/8 301-156 Locking pin
102-194 Lock nut M20 301-159 Hose assy. 13’
104-001 Roll pin 5/16" x 1 1/2" 301-161 Hose assy. 11’
104-005 Roll pin 1/2" x 2 1/2" 301-234 Spacer
104-028 Cotter pin 3/16" x 1 1/2" 301-276 Linkage pin
104-040 Cotter pin 301-277 Pin
104-065 Linch pin 301-281 Turnbuckle screw R.H. thread
104-070 Hair pin clip 3/16" x 3 9/16" 301-282 Turnbuckle screw L.H. thread
104-085 Pin 1" x 3 5/8" 301-352 Clamp
104-096 Cylinder pin 1 1/4" x 4" 303-820 Pin collar 1" x 5/8"
104-103 Roll pin 3/8" x 2" 318-460 Hose mtg. Strap
106-109 Machine screw 1/4 x 3/8 333-500 Mount
108-001 Flat washer 1/2 336-266 Lock pin
108-005 Flat washer 1/4 336-268 Bushing 1 1/4" x 13/16" x 3/4"
108-017 Lock washer 5/16 336-288 Lock pin
108-020 Lock washer 1/2 336-290 Pin
108-022 Lock washer 3/4 336-291 Pin
108-103 Washer M13 x 24 336-304 Spacer
110-001 Grease fitting 1/4" 337-008 Swing truss (blue)
134-005 Bushing 2 1/8" x 1 3/4" x 2" 337-009 Wing (blue)
134-012 Bushing 2 1/2" x 1 3/4" x 10GA 337-010 Planter center (ref. Only)
134-023 Bushing 2 1/2 x 1 3/4 x 14GA 337-011 Planter center (ref. Only)
134-030 Bushing 337-012 Wing (blue)
134-034 Bushing 1 1/4" x 1" x 1" 337-013 Swing truss (blue)
134-038 Split bushing 1 1/4" x 1" x 3/4" 337-015 Floating link (blue)
140-091 Tractor quick disconnect 337-016 Floating link (blue)
194-194 Fold cylinder 337-017 Turn buckle
194-210 Seal kit 337-018 Center section (ref.)
194-211 Clevis 337-019 Swing truss (blue)
194-212 Piston Hd/Gld 337-025 Wing (blue) 8R36"
194-213 Rod 337-026 Turnbuckle (blue)
194-214 Barrel 337-041 Wing (blue) 12R36
194-215 Base 337-119 Swing truss (blue)
194-264 Seal kit 337-140 Planter center (ref. Only)
194-265 Lift cylinder 4" x 24" 337-191 Wing (blue)
194-266 Fold cylinder 337-238 Floating link (blue)
196-146 Hydraulic hose assy. 1/4 x 8’ 337-322 Swing truss (blue)
196-147 Hydraulic hose assy. 1/4 x 10’ 337-323 Planter center (ref. Only)
198-080 Elbow fitting

On this page, find all Part Number Descriptions for the Stacker Bars 8-Row 38"- 40", 12-Row 30", 12-Row 36",                            
12-Row 38"- 40", and the 16-Row 30"
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Stacker Bar Wheel Block, Rear Mounted

The spring loaded wheel block is shown here in the low position for flat planting.  The high position is for bed planting.  Move the 
split bushing assembly below #4777 bushing tee for high planting position.
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Stacker Bar Wheel Block, Rear Mounted

ITEM PART No. DESCRIPTION ITEM PART No. DESCRIPTION
4520 Hex shaft.  Specify length. 42 4791.A Drive chain, #50, 130 links w/connector link

1 H-6151 Hex head bolt, 3/4-10 x 1-1/2", Gr.5 43 6915 Snapring, external (30mm)
2 F33632 Lock washer, 3/4" 44 4790.A Sprocket, slip clutch (22 teeth)
3 N-9600 Jam nut, 1-1/4-12 45 4789 L pin, for slip clutch
4 AS7191-E-16 Spindle 46 HM-41025 Hex head bolt, 10 x 20
5 P602106 Grease seal 47 4788 Slip clutch block
6 P752318 Tapered roller bearing (Peer 14136A) 48 5247 Spring 
7 P702216 Cup for tapered roller bearing 10170067 Cotter pin, 5 x 40
8 P201602 Lug nut, 1/2-20 49 4523.1 Narrow hex shaft stop, complete
9 4782.A Drive Sprocket, 26 tooth, #50 50 HM-2845 Hex head bolt, 8 x 45
10 W-1610 Lock washer, 5/16" 51 10620064 Washer, 8.5x16x2
11 H-2100 Hex head bolt, 5/16-18 x 1", Gr.5 52 NM-1812 Nut, 8mm
12 A525200-5 Hub assembly (Hub and items 5-8) 53 HM-41010 Hex head bolt, 10 x 15
13 G170227132 Tire only, 7.60 x 15, 6ply 54 4523 Bushing stop
14 AW51522V Rim only, 5 x 15 w/valve guard 55 5130.G Left hand upper chain guard (shown)
15 900015.2 Tire assembly (items 13 & 14) 5130.D Right hand upper chain guard
16 10172095 Roll pin, 6 x 50 56 4783.GB Left hand lower chain guard (shown)

10172093 Roll pin, 6 x 40 4783.DB Right hand lower chain guard
17 10502018 Hex head bolt, 10 x 35 57 5131 Shield guide bar
18 HM-41035 Plastic cover for handle 58 4776.A Front pin, 30mm x 260mm
19 9613.S Spring 59 1538 Spacer bushing, 12x18x10mm wide
20 4787 Handle, chain tightener 60 5129 Shield mounting brace
21 9557 Lynch pin 61 4729.G Lower left inside chain guard (shown)
22 NM-21011 Nut, 10mm 4729.D Lower right inside chain guard 
23 NM-21015 Nylon locknut, 10mm
24 10623028 Washer, 21x40x2 ITEM PART No. DESCRIPTION
25 4784.A Idler support bracket Optional Helper Spring for Stackerbar only
26 4786.B Idler bracket 62 NM-82401 Nut, 24mm
27 10170067 Cotter pin, 5 x 40 63 NM-21016 Wing Nut, 10 x 1.5 mm
28 KD0916 Idler roller 64 NM-21015 Nylock Nut, 10 x 1.5 mm
29 10622026 Washer, 16.5x26x2 65 800439 Split Bushing
30 4779 Upper pin, 25mm x 215mm 66 Carriage Bolt, 10 x 30 mm
31 4777 Bushing tee 67 4777 Bushing tee w/ grease zerk
32 30600025 Nut, 24mm 68 W-7410 Washer, 1" FLAT
33 4775.A Threaded rod, 24mm 69 900318.A COMPRESSION SPRING, 5"
34 4778 Lower pin, 25mm x 103mm 70 900420 Spacer, 1" x 1 1/4" x 3 1/4"
35 4773.B Tapered wheel mounting frame 71 4775.S Threaded rod, 24 x 284 mm, 50 mm threads
36 4774.1 Wheel unit bracket
37 4515 Bearing complete with flanges

4515.1 Bearing only, hex bore (205KRRB2)
4515.2 Flange

38 5132 Bracket for shield mounting
39 9724.2 Keeper bolt for shield
40 HM-81670 Hex head bolt, 16 x 70
41 4882 Clamp facing, 7x7
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7" x 7" Wheel Block, Front Mounted 

ITEM PART No. DESCRIPTION ITEM PART No. DESCRIPTION
4520 Hex shaft.  Specify length. 35 4773.B Tapered wheel mounting frame

1 H-6151 Hex head bolt, 3/4-10 x 1-1/2" 36 4774.1 Wheel unit bracket

2 F33632 Lock washer, 3/4" 37 4515 Bearing complete with flanges

3 N-9600 Jam nut, 1-1/4-12 4515.1 Bearing only, hex bore (205KRRB2)

4 AS7191-E-16 Spindle 4515.2 Flange

5 P602106 Grease seal 38 E4025.L Bearing Support LH Topshaft (shown)

6 P752318 Tapered roller bearing (Peer 14136A) 39 E4025.R Bearing Support RH Topshaft (shown)

7 P702216 Cup for tapered roller bearing 40 HM-81670 Hex head bolt, 16 x 70mm

8 P201602 Lug nut, 1/2-20 41 4882 Clamp facing, 7x7

9 4782.A Drive Sprocket, 26 tooth, #50 42 4791.B

10 W-1610 Lock washer, 5/16"

11 H-2100 Hex head bolt, 5/16-18 x 1" 43 6915 Snapring, external (30mm)

12 A525200-5 Hub assembly (Hub and items 5-8) 44 4790.A Sprocket, slipclutch (22 teeth)

13 G170227132 Tire only, 7.60 x 15, 6ply 45 4789 L pin, for slipclutch

14 AW51522V Rim only, 5 x 15 w/valve guard 46 HM-41025 Hex head bolt, 10 x 25mm

15 900015.2 Tire assembly (items 13 & 14) 47 4788 Slipclutch block

16 10172095 Roll pin, 6 x 50 48 5247 Spring 

10172093 Roll pin, 6 x 40 10170067 Cotter pin, 5 x 40

17 N-2001 Hex Nut 3/8"-16 49 4523.1 Narrow hex shaft stop, complete

18 4894 Plastic cover for handle 50 HM-2845 Hex head bolt, 8 x 45mm

19 9613.S Spring 51 10620064 Washer, 8.5x16x2

20 4787.AT Idler Handle, chain tightener 52 NM-1812 Nut, 8mm

21 9557 Lynch pin, 6mm 53 10623063 Washer, 26 x 41 x 2mm

22 W-2610 3/8" Lock Washer 54 4523 Bushing stop

23 H-3120 Hex head bolt, 3/8"-16 x 1-1/2" 55 K10233 Bushing machine 1.5" OD. X 1" ID.

24 10623028 Washer, 21x40x2 56 N-2101 3/8"-16" Nylock

25 800285.L Idler plate left 57 NM-21015 10-1.5 Nylock

800285.R Idler plate right 58 4776.A Front pin, 30mm x 260mm

900406.L Complete Idler L.H. Assembly 59 HM-41030 Hex head bolt M10-1.5 x 30mm

900406.R Complete Idler R.H. Assembly 60 G50B14 Sprocket 14T Hex bore, #50 Chain

26 4786.B Idler bracket 61 G50B32 Sprocket 32T Hex bore, #50 Chain

27 10170067 Cotter pin, 5 x 40 62 4520  13-1/2" Hex shaft 13.5" Length 

28 KD0916 Idler roller 63 4791.C
#50 Chain 32 Links including 
w/conn link 20" chain length

29 10622026 Washer, 16.5x26x2

30 4779 Upper pin, 25mm x 215mm

31 4777 Bushing tee 65009380 32 T slipclutch sprocket for timing

32 NM-82401 Nut, 24mm

33 4775.A Threaded rod, 24mm

34 4778 Lower pin, 25mm x 103mm

Drive chain, #50, 130 links w/conn link + 40 links 
w/ another conn link

Rev: 01/09 3. 12
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7" x 7" Stacker Bar

HITCH ASSEMBLY
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FRAME___________________________________________________________________________________________

7" x 7" Stacker Bar

HITCH ASSEMBLY

ITEM PART No. DESCRIPTION ITEM PART No. DESCRIPTION
1 900414 Vacuum wing L.H. 46 900200 U-Bolt 5 x 7 x 3/4-10
2 900415 Vacuum wing R.H. 47 O302-592 Lower hitch pin
3 900198 U-Bolt 7 x 5 x 5/8-11 48 O104-036 Lynch pin 7/16" dia
4 N-5101 Nylock 5/8-11 49 900418 Hitch 5 x 7 w/air
5 800444 Handle Bracket 50 800444.3 Angle Plate for Handcrank
6 900341 Hand Crank 51 65035K44 Knob T-Handle
7 800444.2 Flat Plate for Handcrank 52 7125.A Seed Emptying Chute
8 HC-512 Hose clamp 4" 53 6712.A Knob Handcrank
9 P150CL-4 Flex hose 4" x 47" 54 6714.A 16mm Stop Snap Ring
10 P150CL-4 Flex hose 4" x 18" 55 800477 Vacuum Tube Bracket
11 800343 Turbofan manifold 56 CB-2221 Carriage Bolt 3/8-16 x 1 1/2
12 P150CL-4 Flex hose 4" x 36" 57 CB-1103 Carriage Bolt 5/16-18 x 3/4
13 900417.39 Vacuum tube length 39" 58 N-1101 Nylock 5/16-18

900417.48 Vacuum tube length 39"
900417.58 Vacuum tube length 39"

14 H-3220 Hex bolt 3/8-16 x 2 1/2
15 N-2101 Nylock 3/8-16
16 H-3120 Hex bolt 3/8-16 x 1 1/2
17 800203 Backing plate
18 800201 Tube plate
19 800312 Mount vacuum gauge
20 800252 Support plate
21 800253 Spacer ring plate
22 HM-2830 Hex bolt M8 - 1.25 x 30
23 H-6951 Hex bolt 3/4-10 x 9 1/2
24 W-6610 Lockwasher 3/4
25 N-6001 Hex nut 3/4-10
26 O302-591 Upper hitch pin

O104-022 Cotter pin
27 H-6551 Hex bolt 3/4-10 x 5 1/2
28 W-6610 Lockwasher 3/4 YZ
29 N-6001 Hex nut 3/4-10
30 H-7351 Hex bolt 1" - 8 x 3 1/2
31 N-8002 Nylock 1" - 8
32 H-6751 Hex bolt 3/4-10 x 7 1/2
33 O337-218 Angle clamp
34 800243 Angle clamp
35 O637-000 Jackstand w/bolts
36 800434.G Gasket for 5 x 7 Endplate
37 800434 5 x 7 Endplate
38 H-4201 Hex bolt 1/2- 13 x 2
39 N-4101 Nylock 1/2-13
40 O301-951 Tie back
41 900398 Turbofan mount EHO R.H.
42 900399 Turbofan mount EHO L.H.
43 4502.SA U-Bolt 7 x 7 x 3/4-10
44 F37190 Nylock 3/4-10
45 800276 Hitch center spacer

Revised: 11/08 3.  14
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TRANSMISSION__________________________________________________________________________________

7” x 7” 3pt Mounted and Stacking Toolbar Frame

PLANTING RATE CHART

3pt Mounted & Stacking Planters

SOWING DISTANCES

Number of 

Holes in the 
Seed Disc

A  26 24 23 26 24 23 24 23 19 19 17 18 19 17 18 17 14 14 14
B  17 17 19 23 23 24 26 26 23 24 23 26 28 26 28 28 24 26 28

9 7.9 8.6 10.0 10.7 11.6 12.7 13.1 13.7 14.7 15.3 16.4 17.5 17.9 18.6 18.9 20.0 20.8 22.5 24.3

12 6.0 6.4 7.5 8.1 8.7 9.5 9.9 10.3 11.0 11.5 12.3 13.1 13.4 13.9 14.2 15.0 15.6 16.9 18.2

18 4.0 4.3 5.0 5.4 5.8 6.3 6.6 6.9 7.3 7.7 8.2 8.8 8.9 9.3 9.4 10.0 10.4 11.3 12.1

24 3.0 3.2 3.8 4.0 4.4 4.7 4.9 5.1 5.5 5.7 6.2 6.6 6.7 7.0 7.1 7.5 7.8 8.5 9.1

30 2.4 2.6 3.0 3.2 3.5 3.8 3.9 4.1 4.4 4.6 4.9 5.3 5.4 5.6 5.7 6.0 6.2 6.8 7.3

36 2.0 2.1 2.5 2.7 2.9 3.2 3.3 3.4 3.7 3.8 4.1 4.4 4.5 4.6 4.7 5.0 5.2 5.6 6.1

40 1.8 1.9 2.3 2.4 2.6 2.8 3.0 3.1 3.3 3.4 3.7 3.9 4.0 4.2 4.2 4.5 4.7 5.1 5.5

48 1.5 1.6 1.9 2.0 2.2 2.4 2.5 2.6 2.8 2.9 3.1 3.3 3.4 3.5 3.5 3.7 3.9 4.2 4.6

60 1.2 1.3 1.5 1.6 1.7 1.9 2.0 2.1 2.2 2.3 2.5 2.6 2.7 2.8 2.8 3.0 3.1 3.4 3.6

72 1.0 1.1 1.3 1.3 1.5 1.6 1.6 1.7 1.8 1.9 2.1 2.2 2.2 2.3 2.4 2.5 2.6 2.8 3.0

90 0.79 0.86 1.00 1.07 1.16 1.27 1.31 1.37 1.47 1.53 1.64 1.75 1.79 1.86 1.89 2.00 2.08 2.25 2.43

120 0.60 0.64 0.75 0.81 0.87 0.95 0.99 1.03 1.10 1.15 1.23 1.31 1.34 1.39 1.42 1.50 1.56 1.69 1.82

Seed Spacing (inches)

Transmission sprocket selection 

The following planting distances were obtained with standard assembly and sprocket system.  Additional settings are 
possible by using different combinations or special sprockets.  Please consult us in case you have such special 
requirements. 
Important:  Poor alignment of the sprockets of the seed spacing gearbox and stiffness of the chain will cause premature 
side wear on the pinions.  Make sure the chains are tight and properly lubricated, and the tires are properly inflated.  
The indicated spacings are theoretical and may vary from 5-10%  depending on soil conditions.

A

B

 08/07 4.   1  
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Sync-Row® for MONOSEM Twin-Row___________________________________________________________

For Twin-Row planters with Optional Sync-Row® System

TIMING CHART 30" ROW SPACING

Chart for Adjustable Metering Sprocket

Crop Corn
Number of Seed Disk Cells (holes) 18
Row Spacing (inch) 30
Left Row Offset (inches) 18

 Seed 
Population 

(Seeds/Acre) 
Seed Distance 

(inches)
Chart 

Number
50,000              8 3/8 8
49,000              8 1/2 8
48,000              8 3/4 10
47,000              8 7/8 10
46,000              9 1/8 10
45,000              9 1/4 12
44,000              9 1/2 12
43,000              9 3/4 14
42,000              10 14
41,000              10 1/4 16
40,000              10 1/2 16
39,000              10 3/4 16
38,000              11 18
37,000              11 1/4 18
36,000              11 1/2 0
35,000              12 0
34,000              12 1/4 2
33,000              12 3/4 2
32,000              13 2
31,000              13 1/2 4
30,000              14 4
29,000              14 1/2 6
28,000              15 6
27,000              15 1/2 8
26,000              16 8
25,000 16 3/4 8

For Instructions on how to set the stagger, please refer to the Sync-Row® section in the Options section of this
 manual, toward the back of the manual.

DETERMINE SEED POPULATION YOU ARE 

PLANTING (OR SEED DISTANCE) AND SET 

THE ADJUSTABLE SPROCKETS TO THE 

CORRECT CHART NUMBER 

INSURE THESE VALUES ARE 
CORRECT FOR YOUR TWIN 

ROW PLANTER

4.  3 Rev. 12-08

This is a downloadable version of the manual.  A partial download may not contain all pertinent information.  Make Sure to read Chapter 1, Safety! 
Due to ongoing upgrades specifications may change without notice, contact a Monosem Rep for current information.

© Monosem Inc. 2012



Sync-Row® for MONOSEM Twin-Row___________________________________________________________

For Twin-Row planters with Optional Sync-Row® System

TIMING CHART 36" ROW SPACING

Chart for Adjustable Metering Sprocket

Crop Corn
Number of Seed Disk Cells (holes) 18
Row Spacing (inch) 36
Left Row Offset (inches) 18

Seed Population 
(Seeds/Acre)

Seed Distance 
(inches)

Chart 
Number

40000 8.75 10
39,000              8 7/8 10
38,000              9 1/8 12
37,000              9 3/8 12
36,000              9 5/8 14
35,000              10 14
34,000              10 1/4 16
33,000              10 1/2 16
32,000              11 18
31,000              11 1/4 18
30,000              11 1/2 0
29,000              12 0
28,000              12 1/2 2
27,000              13 2
26,000              13 1/2 4
25,000              14 4
24,000              14 1/2 6
23,000              15 1/4 6
22,000              15 3/4 8
21,000              16 1/2 8
20,000              17 1/2 10
19,000              18 1/4 10
18,000              19 1/4 12
17,000              20 1/2 12
16,000              21 3/4 14
15,000              23 1/4 14

For Instructions on how to set the stagger, please refer to the Sync-Row® section in the Options section of this
 manual, toward the back of the manual.

DETERMINE SEED POPULATION YOU ARE 

PLANTING (OR SEED DISTANCE) AND SET 

THE ADJUSTABLE SPROCKETS TO THE 

CORRECT CHART NUMBER 

INSURE THESE VALUES ARE 
CORRECT FOR YOUR TWIN 

ROW PLANTER

4.  4 Rev. 12-08
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Sync-Row® for MONOSEM Twin-Row___________________________________________________________

For Twin-Row planters with Optional Sync-Row® System

TIMING CHART 38" ROW SPACING

Chart for Adjustable Metering Sprocket

Crop Corn
Number of Seed Disk Cells (holes) 18
Row Spacing (inch) 38
Left Row Offset (inches) 18

Seed 
Population 

(Seeds/Acre)
Seed Distance 

(inches)
Chart 

Number
50,000              6 5/8 16
49,000              6 3/4 18
48,000              6 7/8 18
47,000              7 0
46,000              7 1/8 0
45,000              7 3/8 2
44,000              7 1/2 2
43,000              7 3/4 4
42,000              7 3/4 4
41,000              8 6
40,000              8 1/4 6
39,000              8 1/2 8
38,000              8 3/4 10
37,000              9 10
36,000              9 1/4 12
35,000              9 1/2 12
34,000              9 3/4 14
33,000              10 14
32,000              10 1/4 16
31,000              10 3/4 16
30,000              11 18
29,000              11 1/2 18
28,000              11 3/4 0
27,000              12 1/4 0
26,000              12 3/4 2
25,000              13 1/4 4

For Instructions on how to set the stagger, please refer to the Sync-Row® section in the Options section of this
 manual, toward the back of the manual.

DETERMINE SEED POPULATION YOU ARE 

PLANTING (OR SEED DISTANCE) AND SET 

THE ADJUSTABLE SPROCKETS TO THE 

CORRECT CHART NUMBER 

INSURE THESE VALUES ARE 
CORRECT FOR YOUR TWIN 

ROW PLANTER

4.  5 Rev. 12-08
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Sync-Row® for MONOSEM Twin-Row___________________________________________________________

For Twin-Row planters with Optional Sync-Row® System

TIMING CHART 40" ROW SPACING

Chart for Adjustable Metering Sprocket

Crop Corn
Number of Seed Disk Cells (holes) 18
Row Spacing (inch) 40
Left Row Offset (inches) 18

Seed 
Population 

(Seeds/Acre)
Seed Distance 

(inches)
Chart 

Number
50,000              6 1/4 14
49,000              6 3/8 14
48,000              6 1/2 16
47,000              6 5/8 16
46,000              6 7/8 18
45,000              7 0
44,000              7 1/8 0
43,000              7 1/4 2
42,000              7 1/2 2
41,000              7 3/4 4
40,000              7 3/4 4
39,000              8 6
38,000              8 1/4 6
37,000              8 1/2 8
36,000              8 3/4 10
35,000              9 10
34,000              9 1/4 12
33,000              9 1/2 12
32,000              9 3/4 14
31,000              10 14
30,000              10 1/2 16
29,000              10 3/4 18
28,000              11 1/4 18
27,000              11 1/2 0
26,000              12 0
25,000              12 1/2 2

For Instructions on how to set the stagger, please refer to the Sync-Row® section in the Options section of this
 manual, toward the back of the manual.

DETERMINE SEED POPULATION YOU ARE 

PLANTING (OR SEED DISTANCE) AND SET 

THE ADJUSTABLE SPROCKETS TO THE 

CORRECT CHART NUMBER 

INSURE THESE VALUES ARE 
CORRECT FOR YOUR TWIN 

ROW PLANTER

4.  6 Rev. 12-08
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DRIVE_____ _________________________________________________________________________________ 
 
STANDARD Turbofan 
540, 450 & 1000 RPM with PTO Drive 
 
 
Your Monosem planter will be equipped with either a 540, 450 
or 1000 rpm turbofan. A special pump pulley is available as 
optional equipment for the 450 and 540 turbofans. 
It is recommended to use a 450 rpm turbofan when using a 
hydraulic drive. 
 
 
The vacuum hose is attached to the outlets on the back of the 
turbofan and delivers suction to the metering box of each unit.  
An arrow decal sticker on the back of the turbofan indicates 
that the turbofan blade runs in a counter clockwise direction.   
A protection shield against the rain is located at the top of the 
turbofan, and when in a raised position, indicates that the 
turbofan is operating. 
 
Note:  Before planting, make sure that the support brackets are 
tight to eliminate any vibrations of the turbofan.  A vacuum 
gauge may also be mounted to the frame. 
 
 
 
 
 
 
 
 
PTO (Power Take Off) 
The PTO connects the tractor to the turbofan.  
  

  Make sure you connect the proper end of the PTO to 
the tractor.  An arrow on the PTO indicates the end that is 
attached to the tractor. 
 
The following warning is placed on your PTO shaft for your 
safety. 
 

  DANGER  Rotating drive line contact can cause 
death – keep away.  Do not operate without all driveline, 
tractor and equipment shields in place, without drivelines 
securely attached at both ends, and without driveline 
shields that turn freely on driveline. 
 

Vacuum gauge

Rev. 01/08 5.   1
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DRIVE_______________________________________________________________________________________ 

HIGH Output Turbofan  
500 & 1000 RPM  
 
The high output turbofan provides more air than the 
standard turbofan.  The high output turbofan is to be 
used when the planter is 8 rows or more and when 
planting heavy seed such as beans.  
 
When using a hydraulic drive, a 500-rpm high output 
turbofan should be used instead of a 1000-rpm high 
output turbofan.  
 
An extended shaft (#4405.A2) is used for planters 
with 7" X 7" mounted toolbar frames and PTO drive, 
to provide more room for the PTO. 

Rev. 01/08   5.   2 

 
The vacuum hose is attached to the outlets on the 
front of the turbofan and deliver suction to the 
metering box of each unit.  An arrow decal sticker on 
the turbofan indicates the direction that the turbofan 
blade runs, which is counter clockwise.  A shield to 
protect the turbofan from the rain is located at the top 
of the turbofan, and when in a raised position, 
indicates that the turbofan is operating. 
 
Note: Before planting, make sure that the support 
straps (1) are tight to eliminate any vibrations of 
the turbofan. 
 
You can mount a vacuum gauge to the turbofan.  
 
 
EXTRA HIGH Output Turbofan  
540 & 1000 RPM  
 
The extra high output turbofan was designed to 
provide more volume of air than the standard or high 
output turbofan.  The extra high output turbofan is 
most often used with planters of 16 rows or more. 
 
The extra high output turbofan can be used with 
either a PTO or a hydraulic motor.  When using a 
PTO, this turbofan requires a PTO with an 
overrunning clutch.  When using a hydraulic motor, 
this turbofan requires a larger motor. 
 
The vacuum hose is attached to the outlets on the 
front of the turbofan and deliver suction to the 
metering box of each unit.  An arrow decal sticker on 
the turbofan indicates the direction that the turbofan 
blade runs, which is counter clockwise.  A shield to 
protect the turbofan from the rain is located at the top 
of the turbofan, and when in a raised position, 
indicates that the turbofan is operating. 
 
You can mount a vacuum gauge to the turbofan. 

 
 
PTO Drive 

(Power Take Off) 
The PTO connects the tractor to the turbofan. 
 
Make sure you connect the proper end of the PTO 
to the tractor.  An arrow on the PTO indicates the 
end that is attached to the tractor. 

  
The following warning is placed on your PTO shaft 
for your safety. (part # ST057) 

  DANGER 
Rotating drive line 
contact can cause 
death – keep away.  
Do not operate 
without all driveline, 
tractor and 
equipment shields in 
place, without 
drivelines securely 
attached at both 
ends, and without 
driveline shields that 
turn freely on 
driveline. 
 

 

This is a downloadable version of the manual.  A partial download may not contain all pertinent information.  Make Sure to read Chapter 1, Safety! 
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DRIVE________________________________________________________________________________________

Standard Turbofan 540, 450 and 1000 rpm
with PTO drive

ASSEMBLY

ITEMPART No. DESCRIPTION ITEMPART No. DESCRIPTION
1 4532 Support strap - 565mm long (22 1/4") 28 4414.2 Cover shield (with optional pump pulley)

4532.1 Support strap - 340mm long (13 3/8") 29 4428.B PTO drive shaft 540rpm 24"
4532.2 Support strap - 480mm long (18 7/8") 4428.B21 PTO drive shaft 1000rpm 24"

2 4451 Plastic cap 4431.B PTO drive shaft 540rpm 36"
3 10620064 Washer 8.5x16x2mm 4431.B21 PTO drive shaft 1000rpm 36"
4 10511062 Bolt, 8x55mm (to secure manifold) 4432.B PTO drive shaft 540rpm 54" - Pull-Type only
5 4450 12-Hole manifold 4432.B21 PTO drive shaft 1000rpm 54"- Pull-Type only
6 4453 Hose clamp 900058 PTO drive shaft pull type with 20 splines 54" - Pull-Type o
7 4454 Vacuum hose 40mm (specify length req.d) 30 4434.4 Safety shield
8 4402.B Fan housing manifold side 31 4405.A Lower shaft (1 3/8" 6 spline adapter)
9 NM-72005 Nylon lock nut 20mm (to secure fan blade) 4405.A2 Lower shaft extended 7X7 PTO

10 10623042 Washer 22.5x48x3mm (on upper shaft) 32 4404 Shaft housing (lower drive shaft)
11 4403.B Fan blade (plastic, 16 1/8" dia.) 4404.3 Shaft housing extended 7X7 PTO
12 6090 Snap ring 6mm 33 4411 Spacer lower shaft
13 6089 Rubber ring 4411.2 Spacer extended 7X7 PTO
14 4455 Pin for outlet shield 34 10624018 Washer 31x41x3mm
15 4429.A Outlet shield 35 4413 Belt, 450 & 540 rpm (PJ1168/460J or 460J19)
16 10500091 Hex bolt 6x12mm 4413.1 Belt 1000 rpm (PJ955/376J)
17 4401.B Fan housing (support frame side) 36 4412.2 Pulley, 450 & 540rpm (9 13/16" dia.)
18 4400.1 Support frame 4412.3 Pulley, 1000 rpm (5 5/16" dia.)
19 4440 Special bolt tension adjustment 37 4437 Key lower shaft (8x7x40mm)
20 4407 Bearing 62mm (62062RS) 38 HM-61230 Bolt, 12x30mm (to secure pulley)
21 4410.A Spacer upper shaft 10621061 Washer 13x40x4mm (to secure pulley)

22 4408 Bearing 72mm (63062RS) 39 4426 Pump pulley (6 spline stub shaft)
23 4409 Snap ring internal 72mm 40 HM-2850 Bolt, 8x50mm
24 4452 Upper shaft, 540 & 1000 rpm (1 1/8" dia. pulley) 10629009 Lock washer 8x14mm

4452.1 Upper shaft, 450 rpm ( 7/8" dia. pulley) 41 HM-65110 Bolt, 12x110mm
25 4439.A Key upper shaft (6x6x45mm) 10101012 Lock washer 12x20mm
26 NM-21015 Lock nut 10mm 42 CB-3322 Carriage bolt 7/16-14 x 2"
27 10620089 Washer 10.5x20x2mm W-3610 Lock washer 7/16"
28 4414.1 Cover shield for belt N-3000 Hex nut 7/16-145.  3  Rev. 01/08
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DRIVE___________________________________________________________________________________________

Extra High Output Turbofan 540 & 1000 RPM
With PTO Drive

ASSEMBLY

ITEMPART No. DESCRIPTION
1 4532.2 Turbofan support strap - 480mm long (18 7/8")
2 4451 Plastic cap, 40mm ITEMPART No. DESCRIPTION
3 10620064 Washer 8.5x16x2mm 25 4246 Snapring, internal (80mm)
4 10511062 Hex bolt M8x55 26 4439.A Key stock for upper shaft (6x6x45mm)
5 4450 12 hole manifold 27 4248.1 Upper shaft, 25 grooves (35mm O.D.)
6 4453 Hose clamp 28 4250 Cover shield for belt
7 4454 Vacuum hose (40mm ID, specify length) 29 NM-21015 Lock nut M10
8 4242 Fan housing (manifold side) 30 1062089 Washer 10.5x20x2mm
9 4243 Fan housing sidewall 31 4434.3 Safety shield
10 NM-72005 Nylon locknut, 20mm (to secure fan blade) 32 4405.a Lower shaft (w/1 3/8" 6 spline adapter)
11 10623042 Washer 22.5x48x3mm 33 4404.a Shaft housing (lower drive shaft)
12 4253 Support eye 34 4407 Bearing 62mm (62062RS)
13 4244.co Fan blade, aluminium 19 5/8" dia. 35 4411 Spacer bushing (lower shaft)
14 4241 Fan housing (support frame side) 36 4408 Bearing 72mm (63062RS)
15 4254 Screen 37 10624018 Washer, 31x41x3mm (on lower shaft)
16 4429.a Outlet shield 38 4409 Snapring, internal (72mm)
17 10500091 Hex bolt M6x12 39 4249.2 Belt, 540 rpm 25 grooves (1335J25)
18 9525 End cap 4249.3 Belt, 1000 rpm 25 grooves
19 4240 Support frame 40 4412.B Lower pulley, 540 rpm 25 grooves (290mm)

20 4440 Bolt to adjust belt tension 4412.1B Lower pulley, 1000 rpm 25 grooves (150mm)

21 10624016 Washer, 31x41x2mm (on upper shaft) 41 4437 Key stock for lower shaft (8x7x40mm)

22 4251 Bearing upper shaft (62072RS1) 42 HM-61230 Hex bolt M12x30
23 4247 Spacer bushing (upper shaft) 10621061 Washer 13x40x4mm
24 4252 Bearing upper shaft (63072RS1) 10101012 Lock washer 12x20mm

Rev. 01/08 5.   5
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ROW UNIT __________________________________________________________________________________ 
 
NG Plus 4, Twin-Row 

Rev. 08/09  6.   1 

The NG Plus 4 row unit is shown above with 
standard features.  Other options are available 
for specific conditions or uses. 
(1) – Depth Adjustment Hand wheel 
 
(2) – Hand wheel for Closing Wheel 
 
(3) – Adjustable V Press Wheels   
 
(4) – Independent Gauge Wheels 
 
(5) – Heavy-Duty Disc Openers 
 
(8) – Parallel Linkage 
 
(9) – Stabilizing Springs 
 
(10) – Metering Box 
 
(11)  – Heavy-Duty Plastic Hopper 
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ROW UNIT __________________________________________________________________________________ 
 
NG Plus 4, Twin-Row 

Rev. 08/09  6.   1 

 
SEED DEPTH 
Adjust the seed depth by turning the hand wheel (1).  
Turning the wheel changes the height of the depth 
gauge wheels (4) in relation to the disc openers (5).    
A marker close to the hand wheel (6), indicating a 
gradual scale, ensures the uniformity of the depth 
control on all row units of the planter.  Be sure that you 
set all of the row units on the planter at the same 
adjustment. 
The disc openers and ground adjustment system 
guarantees an accurate and regular seed depth in all 
types of soil and conditions because the depth wheels 
are positioned perpendicular to the falling point of 
seeds. 
 
 
V PRESS WHEELS 
The two adjustable rear press wheels (3) affect only 
the closing of the seed furrow.  They float 
independently and therefore do not have any effect on 
the ground engaging of the unit.  Regulate the soil 
pressure by turning the hand wheel (2). This 
adjustment allows for shallow (cotton), medium (bean) 
or deep (corn) planting.  Choose this pressure carefully 
with relationship to the type and humidity of the soil, in 
order to assure proper seed to soil contact.   Optional 
disc closing systems with flat or V press wheels are 
available. 
 
 
DEPTH GAUGE WHEELS 
The depth gauge wheels (4) are engineered with an 
equalizing rocker bar to assure uniform depth control 
of the disc openers, even in clods or rocky conditions.  
The gauge wheels are independent of each other for a 
smoother ride through the field 
 
In order for the disc openers to remain properly clean 
and free of soil build-up, make sure the flange of the 
gauge wheel is just touching the disc.  To double-check 
this, raise the unit (using the unit lock up) and 
manually rotate the gauge wheels; the disc openers 
should also rotate freely without restriction.   
 
After starting up the planter, the factory assembly may 
need readjustment.  Adjust gauge wheel spacing by 
putting the washers from one side of the articulating 
arm to the other.  Using an SAE multipurpose grease in 
a clean grease gun, lubricate the gauge wheel arms as 
needed. 
 

 
SEED DEPTH ADJUSTMENT 
 

 
 
 
NG PLUS 4 UNIT 
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ROW UNIT __________________________________________________________________________________ 
 
NG Plus 4, Twin-Row 

Rev. 08/09  6.   2 

 
DOUBLE DISC OPENERS 
The heavy-duty double disc openers (5) are very 
durable and mounted on watertight roller bearings.  
Their function is to slice the soil, and open a straight 
seed trench.  An interchangeable firming point attached 
to the frame and positioned ahead of the seed tube also 
acts as a disc scraper.  The flange of the gauge wheel 
should be just touching the disc openers, without 
restricting their movement.  
 
A disc scraper is mounted to the side of each disc.  You 
can adjust the pressure of the scrapers by tightening or 
loosening the bolts.  
 
 
DRIVE CHAIN 
The drive chains are spring loaded and therefore, self 
tightening.  You may need to shorten the chain if wear 
stretches the chain and reduces spring tension.  
Periodically check the pivot point of the chain idlers to 
ensure they rotate freely.  Use a chain lubricant spray 
daily, or as needed.  Dry moly is the recommended 
chain lubricant. 
 
 
SEED HOPPER 
A 60-liter plastic hopper with lid (11) is standard on 
the NG+ 4 unit.  On the Twin-Row unit, the hopper 
comes in a right hand and a left hand. 
 
 
DOWN PRESSURE SPRINGS 
The Down Pressure springs (9) located within the 
parallel linkage absorbs shock and helps to stabilize the 
unit in rough terrain.  Optional quick adjust and heavy 
duty down pressure springs available. 
 
Optional quick adjust for down pressure springs is 
pictured here.   
For normal level field conditions, the apx. down 
pressure settings are 
(1)  100 lb 
(2)  190 lb 
(3)  280 lb 
(4)  375 lb 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
DOWN PRESSURE SPRINGS 
 

 
 
 
QUICK ADJUST DOWN PRESSURE SETTINGS 
 

 
Down Pressure Settings: 
(1)  100 lb 
(2)  190 lb 
(3)  280 lb 
(4)  375 lb 
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ROW UNIT __________________________________________________________________________________ 
 
NG Plus 4, Twin-Row 

Rev. 08/09  6.   3 

 
SEED METERING SYSTEM 
The seed metering system (10) is made of cast 
aluminum and consists of two parts, the non-removable 
main housing, and a removable cover.  The metering 
box is equipped with a stainless steel seed disc that 
delivers the seed to a curved seed tube. 
 
The metering box is located below the seed hopper and 
is engineered for accuracy and long life.  The special 
shape allows for planting even when a minimum of 
seed remains in the hopper.  The metering box contains 
sealed bearings for durability. 
 
 
METERBOX MAIN HOUSING 
The main housing is mounted in the planter unit frame.  
Components in the main housing are the plastic wear 
gasket, cap, seed disc and seed scraper.  The seed disc 
rotates on the plastic wear gasket, so make sure the 
gasket is smooth and in good condition.  Under normal 
operating conditions, replace the gasket when the wear 
indicator is less than .5 mm.   
 
 
REPLACING THE WEAR GASKET 
To replace the gasket, position the metal brace with its 
tab notched in the hole of the housing.  Rotate the outer 
edge of the plastic wear gasket into the groove.  It will 
lock into place when the stub fits into the hole of the 
housing; the cap and three bolts hold the gasket in 
position. 
 
NOTE:  Thoroughly clean the metering box housing 
before installing a new wear gasket.  Any residue left 
from previous use will not allow the gasket to fit in the 
proper position. 
 
On the outside of the main housing is the lever for 
adjusting the air suction in relation to the weight of the 
seed.  This lever also sets the height of the seed 
scraper.  See OUTSIDE LEVER  ADJUSTMENT for 
specifics on this setting.  
 

MAIN HOUSING EXTERIOR 

 
 
 
MAIN HOUSING INTERIOR 

 
 
 
MAIN HOUSING INTERIOR, DISSECTED   
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ROW UNIT __________________________________________________________________________________ 
 
NG Plus 4, Twin-Row 

Rev. 08/09  6.   4 

OUTSIDE LEVER on Meterbox  �X 
The outside lever on the metering box cover is unique.   
It makes two adjustments at the same time.  These two 
factors influence the degree of singulation of the seed. 
 
By turning the outside lever, �X, two adjustments 
are made at the same time. 
ADJUSTMENT one  
The lever adjusts the height of the scraper in 
relationship to the holes in the seed disc (h), 
ADJUSTMENT two,  
at the same time it adjusts the air suction �Y (from 
the turbofan) to the weight of the seed. 
 
 
For LARGER SEED, to INCREASE SUCTION 
+0 to +5 
When the indicator �X is positioned toward plus, "+" 

The scraper raises over the holes of the seed disc (h) 
and closes the size of the hole on the meterbox �Y.  
This increases the suction, and may cause doubles if 
the indicator is raised too high. 
 
For SMALLER SEED, to DECREASE SUCTION 
-0 to -5 
When the indicator �X is positioned toward minus, "-" 

The scraper lowers over the holes of the seed disc (h) 
and opens the hole on the meterbox �Y.  This 
decreases the suction, and may cause skipping if the 
indicator is too low. 
 
The clear plastic control window on the cover allows 
you to monitor the results. 
 
See  “5.  Drive” for Turbofan vacuum settings. 
 
 
 
Recommended setting for the indicator: 
Corn  +1 (0 to +2) 
Cotton  +1 
Beans  +4 to +5 
Soybeans/Peas +2 to +4 
Sorghum/Milo +3 
Peanuts  +4 ½ (+4 to+5) 
 

NOTE:  The above settings are theoretical, so 
checking before and during planting is essential. 

SETTING FOR LARGER SEED the hole on 
meterbox closes, which increases suction. 

 
 
and the SCRAPER RAISES over the seed disc hole. 

 
 
SETTING FOR SMALLER SEED, the hole on 
meterbox opens which reduces suction. 

 
 
and the SCRAPER lowers  over the seed disc hole. 
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ROW UNIT __________________________________________________________________________________ 
 
NG Plus 4, Twin-Row 

Rev. 08/09  6.   5 

 
METERBOX COVER 
The cover is the removable part of the metering box.  
Two wing nuts secure the cover to the main housing.  
The components on the outside of the cover are a 
control window and trap door.  The components on the 
inside of the cover are a metal shutter and ejector 
block.   Use a special cover for extra large seed such as 
peanuts and kidney beans.  See EXTRA LARGE 
SEED for more information.  
 
The control window is made of clear plastic and allows 
you to view the seed against the seed disc.  For a closer 
inspection of the seed against the disc, you can raise 
the window. 
 
 
INTERIOR SHUTTER ADJ USTMENT Meterbox 
The metal shutter inside the cover regulates the flow of 
seeds coming from the hopper and provides a constant 
and sufficient level of seed in front of the disc.  
According to the seed used, check and adjust the 
shutter before planting. 
 
Adjust the interior shutter by loosening two bolts (13) 
and then lowering the shutter (12).  A small plastic 
sheet (14) is located under the shutter.  The shutter 
limits the level of seeds in front of the disc.   
 
High Position: For large seeds, such as corn, soybean, 
edible beans, cotton, etc.  The high position moves the 
shutter away from the opening. 
 
Low Position:  For small seeds, such as sorghum and 
milo.   The low position moves the shutter over part of 
the opening 
 
The brass ejector block (E) assures that the seed is 
dropped at a consistent angle to reduce seed bounce 
inside the seed tube, for more accurate seed placement.  
Because of the important function of the ejector block, 
periodically check that it is in good condition.  

 
COVER  

 
 
SETTING FOR SMALLER SEED the restrictor is 
closer to the opening, in the low position 

 
 
SETTING FOR LARGER SEED the restrictor is 
away from the opening, in the high position. 
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ROW UNIT __________________________________________________________________________________ 
 
NG Plus 4, Twin-Row 

Rev. 08/09  6.   6 

 
METERING BOX TROUBLESHOOTING  

Problem:  Excessive Skipping  

Possible Reason: 

Seed scraper is too low.  

The indicator is on the wrong setting. 

Seed scraper is bent.  (not flat) 

The seed disc is bent or worn. 

Seed scraper is dirty with chemical product. 

Plastic wear surface gasket is warped or used up. 

Holes of the seed disc are clogged (sugarbeets, 

rapeseed, cabbage.)  Double-check from time to time. 

The planter is working at an excessive speed. 

Defective vacuum hoses. 

The vacuum suction is insufficient. 

Turbofan speed is too low. 

Foreign material mixed with seed. 

Seed blockage in the hopper, seed treatment product 

may be too moist. 

Fan belt is too loose. 

 

Problem:  Excessive Doubling  

Possible Reason: 

Seed scraper is too high.  Incorrect indicator setting  

Seed scraper is worn. 

The holes of the seed disc are too large for seed. 

The planters working speed is excessive.  

Seed level too high in the metering box.  

 

 

 

 

Problem:  Skipping and Doubles  

Possible Reason: 

Seed is bridging in the meterbox cover. 

The planters working speed is excessive. 

Holes of the seed disc are too large.  (Cut off seeds.)  

Fields are too steep. 

The shutter is adjusted incorrectly. 

Vacuum setting is too high 

 

Problem:  Irregular Spacing  

Possible Reason: 

The planters working speed is excessive. 

The soil is sticking to the tires because it is too wet. 

Incorrect tire pressure. 

Shutter is adjusted incorrectly. 

Ejector is damaged. 

Toolbar is not level.   

NOTE:  Toolbar must run level or slightly back. 

For 3pt Mounted Planters, make sure tractor is in 

“float” mode. 
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ROW UNIT __________________________________________________________________________________ 
 
NG Plus 4, Twin-Row 

Rev. 08/09  6.   7 

 
EXTRA LARGE SEED 
A special metering box cover should be used for seeds 
such as peanuts, and kidney beans.  This special 
metering box cover is designed with a larger opening 
(to improve the seed flow into the seed chamber), a 
larger discharge channel (to avoid blockage), and a 
special less aggressive seed scraper (to avoid skips).  
The metal shutter should be in the “high position” for 
these large seeds. 
 
NOTE:  If you ordered your planter specifically to 
plant extra large seed and it has the special metering 
box cover installed, you can also use this cover for 
smaller seed as corn or beans.  To use the large seed 
cover with small seed, adjust the metal shutter to a low 
position and add a special bolt-on plastic restrictor. 
 
 
DISENGAGING THE METERING BOX 
The individual disengaging of a metering unit is 
possible by removing the lynch pin in the sprocket on 
the main housing, (1) or by disconnecting the vacuum 
hose from the meterbox. 

 
 
 
SEED TUBE 
The seed tube is the last point of contact the seed has in 
the metering system.  After the seed passes by the brass 
ejector block, (which ejects the seed at a consistent 
angle to reduce seed bounce in the seed tube) it is 
guided through the curved seed tube into the seed 
trench.  
 
Before and during each new planting season, make sure 
your seed tubes are in good condition.  Your seed tubes 
must be in good condition to ensure consistent and 
regular seeding.   
 
To replace the seed tube, remove the metering box 
cover and seed disc to remove the top pin holding the 
tube in place OR remove the metering box cover and 
the seed disc. 
 

Electronic seed monitors are optional.  They monitor 
the flow of seed through the seed tube.  For accurate 
reading of the monitors, periodically clean the inside of 
the seed tubes by running a brush up through the tube 
to clean the sensor eye. 
 
 
SEED CHUTE 
The seed chute simplifies the job of emptying the 
hoppers.  Attach the chute (17) to the Row Unit at 
point (16).  Place a bucket at the bottom of the chute, 
lift the seed chute door (15) and collect the left over 
seed.  

 
 
 
SEED DISC 
Use the proper seed disc for different seeds.  Check 
your type of seed, and use the Seed Disc 
Recommendations chart to determine the correct disc 
for your crop. 
 
It is important to use seed discs that are clean and in 
good condition.  Customized seed discs are not shown, 
but are available upon special request.  It is not 
recommended to drill out your own seed discs.  Any 
slight burrs or imperfections in drilling will alter your 
metering.  The precision of your seed discs must be 
maintained to have proper metering. 
 
The brass agitator is set onto the seed disc with 6 
special screws. 
 
If you remove your seed discs from the metering box to 
clean them or to use a different disc, use a permanent 
marker to identify which seed disc came from which 
metering box.  When you put the discs back into the 
unit place the seed discs back into their original 
metering box. 
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NG Plus 4, Twin-Row

SEED DISC IDENTIFICATION

SEED DISC RECOMMENTATIONS

CROP SEED DISC SEED SPACING
Beans DC3665 Large, Kidney 2 3/8 - 7"

DC4850 Large, Pinto, Romano, Lima, Chicapee 1 3/4 - 5 1/2"
DC6045 Medium, Snap, Baby Limas, Soybeans 1 3/8 - 4 3/8"
DC6035 Small, Navy, Peas 1 3/8 - 4 3/8"

Corn DC0950 Field 9 1/2 - 28"
DC1250 7 - 21"
DC1837 4 3/4 - 14"
DC1850 (low population) 4 3/4 - 14"
DC2450 (medium population) 3 1/2 - 10 1/2"
DC3050 (high population) 2 3/4 - 8 1/2"
DC2437, small, 2700-5000 seeds/lb. Sweet 3 1/2 - 10 1/2"
DC2445, large,1700-2700 seeds/lb. 3 1/2 - 10 1/2"
DC2425 Ornamental 3 1/2 - 10 1/2"

Cotton DC3635 (low population) Single seed drop 2 3/8 - 7"
DC6035 (high population) Single seed drop 1 3/8 - 4 3/8"
DC0930D (double seed drop) Hill drop(seeds 3/4 - 2" apart) 9 1/2 - 28"
DC0930T (triple seed drop) Hill drop(seeds 3/4 - 2" apart) 9 1/2 - 28"
DC1230D (double seed drop) Hill drop(seeds 3/4 - 2" apart) 7 1/8 - 21"
DC1230T (triple seed drop) Hill drop(seeds 3/4 - 2" apart) 7 1/8 - 21"
DC1830D (double seed drop) Hill drop(seeds 3/4 - 2" apart) 4 3/4 - 14"
DC1830T (triple seed drop) Hill drop(seeds 3/4 - 2" apart) 4 3/4 - 14"

Cucumbers/ DC1820 Hand harvest 4 3/4 - 14"
     Pickles DC3020 Machine harvest 2 3/4 - 8 1/2"
Peanuts DC3665 Jumbo seed 2 3/8 - 7"

DC3060 (twin row) Small to medium seed 2 3/4 - 8 1/2"
DC4060 Small to medium seed 2 1/8 - 6 1/2"
DC4860(not recommended) Small to medium seed, (High pop.) 1 3/4 - 5 1/2"

Rice DC9016 15/16 - 2 3/4"
Sorghum DC3622 (low population) 2 3/8 - 7"

DC7222 (high population) 1 3/16 - 3 1/2"

HOLE SIZE 
EXAMPLES
20  =  2.0 mm
30  =  3.0 mm
35  =  3.5 mm
45  =  4.5 mm
50  =  5.0 mm
60  =  6.0 mm
65  =  6.5 mm

The size of the seed disc is engraved into the back of the seed disc.  When ordering seed discs, the prefix DN indicates the disc 
only.  The prefix DC indicates the complete disc with brass agitator (6212.a).  The first 2 numbers of a 4 number series 
indicates the number of holes in the seed disc.  The second two numbers indicates the size (diameter) of the holes. 

Example:
Seed Disc # DN 2450
DN indicates disc only (no agitator)
24 indicates 24 holes
50 indicates the holes are diameter 5.0 mm.

DN 24 50
disc only

# of 
holes in 
disc

size (dia) of holes in 
mm
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NG+ 4 Twin-Row UNIT ASSEMBLY

SELECT CORRECT SERVICE PART NUMBER FROM TABLE:

6963* 6965* 7099* 5021*

PIN STYLE PIVOT PIN: 6963 6965 7099 5021

BOLT STYLE PIVOT PIN (9A & EARLIER S/N): 6963.B 6965.B 7099.B 5021.1

BOLT STYLE PIVOT PIN (10A & LATER S/N): 6963.C 6965.C 7099.C 5021.2

NOTE:  CORRECT BUSHING (5021*) SHOULD BE USED WITH CORRESPONDING PIN / BOLT

PART No. DESCRIPTION PART No. DESCRIPTION
4502.S U bolt, for 7" x 7" x 5/8-11 6915 Snapring, 30mm
5021* SEE TABLE ABOVE, Bushing 6963 * SEE TABLE ABOVE, Pivot Pin.
5021.1 Bushing.  S/N  9A & EARLIER 6963.B Pivot Bolt, Lower Linkage.  S/N 9A & EARLIER
5022.2 Bushing.  S/N 10A & LATER 6963.C Pivot Bolt, Lower Linkage.  S/N 10A & LATER
6099 Collar with 6x25 roll pin 6965 * SEE TABLE ABOVE, Pivot Pin.
6202 Collar brace 6965.B Pivot Bolt, Upper Linkage Front.  S/N 9A & EARLI
6779 Bushing, self lubricated 6965.C Pivot Bolt, Upper Linkage Front.  S/N 10A & LATE
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NG+ 4 Twin-Row UNIT ASSEMBLY PART No. DESCRIPTION
7124.A Unit Stop
7125.A Seed Emptying chute
7127 Threaded rod

PART No. DESCRIPTION 7130.A Unit lock up bracket NG+3 & Quick Adjust
6779 Bushing, self lubricated 7136 Spring for lock-up 7130.A
6915 Snapring, 30mm 7154 Idler (7154.CO = Complete assembly)
6963 * SEE TABLE ABOVE, Pivot Pin. 7227 Spring Stop for Idler
6963.B Pivot Bolt, Lower Linkage.  S/N 9A & EARLIER 7228 Spacer for Idler
6963.C Pivot Bolt, Lower Linkage.  S/N 10A & LATER 7229 Carrier Bushing for Idler
6965 * SEE TABLE ABOVE, Pivot Pin. 7337 Protection point, double disc openers
6965.B Pivot Bolt, Upper Linkage Front.  S/N 9A & EARLIER 7410 Upper parallel linkage arm
6965.C Pivot Bolt, Upper Linkage Front.  S/N 10A & LATER 9174 Spring, chain tightener
6967.3S Clamp facing, 7x7 toolbar 11579 Bearing, safety clutch (60062RS)
6967.3SD Clamp facing, 7x7 toolbar R.H. 11580 Snapring, 55mm
6967.3SG Clamp facing, 7x7 toolbar L.H. 651037 Sprocket 18T #41 Chain
6986 Spring Clip Stainless 900259 Drive chain, #41, 124 links w conn. Link
6998 Spring 900263 Opening disc complete w/bearing 
7010.A Cast hub, uses 6x22 rivets 10040059 Depth Gauge Indicator, Right
7012.DA Removable spindle, righthand 10040061 Depth Gauge Indicator, Left
7012.GA Removable spingle, lefthand 10071037 Threaded weld bushing, Right
7014.A Bearing double disc opener (52042RS) 10071038 Threaded weld bushing, Left
7015.A Sealing washer 10159070 Vacuum Hose Spring Clip
7065 Cast point 10153085 Spring for lock-up 20058672
7065.A Cast V slice insert 10170014 Split Pin, 2.5 x 20mm
7067 Spacers for Unit Lock-up bracket 10170066 Split Pin, 5 x 35mm
7068 Opening disc only 10170067 Split Pin, 5 x 40mm
7069.C Bracket for wheel stop/depth control rod, NG+4 10172031 Roll Pin, 3.5 x 25mm
7070 Swing bracket 10172090 Roll Pin, 6 x 25mm
7076.A Threaded for depth adjustment 10172092 Roll Pin, 6 x 35mm
7077.3 Seed hopper, Twin row, 60 ltr 10176004 Rivet, 6 x 22mm
7077.3A Seed hopper, TwinRow/reversed, 60 ltr 10176050 Rivet, 6 x 16mm
7078 Wire stop for depth control rod 10219093 Rubber Grommet
7079 Seed tube, blank CBM-31030 Carrage Bolt, M10 x 30mm
7079.1 Seed tube, w/ hole, no sensor HM-0620 Bolt, M6 x 20mm
7079.2S Seed tube, w/ sensitive sensor HM-0680 Bolt, M6 x 80mm
7079.3 Seed tube, Peanut, no sensor HM-16100 Bolt, M6 x 100mm
7079.3S Seed tube, Peanut, w/ sensor HM-2875 Bolt, M8 x 75mm
7079.4 Seed tube, Beet, no sensor HM-41030 Bolt, M10 x 30mm
7086 Seed tube, Pin HM-41040 Bolt, M10 x 40mm
VA598003 Seed tube, w/ sensor HM-41080 Bolt, M10 x 80mm
VA598503 Seed tube, w/ hole, no sensor HM-510100 Bolt, M10 x 100mm
7083 Handwheel for depth control HM-65110 Bolt, M12 x 110mm
7084.1A Right outside scraper HM-65120 Bolt, M12 x 120mm
7084.2A Left outside scraper N-5101 Nylock 5/8"
7086 Pin for seed tube attachment NM-0605 Nylock 6mm
7087.B Pin, uses 2-5x40 cotter pins NM-1812 Nylock 8mm
7089 Small chain guard NM-21015 Nylock 10mm
7090.A Drive chain guard NM-21205 Nylock 12mm
7091 Clip pin NM-51603 Jam Nut 16mm
7094 Spacer bushing W-0415 Washer, 1/4" x 1-1/2" Stainless for Hopper
7095 Pivot pin, takes 10x100 bolt W-9616 Washer, 6.5 x 16 x 1mm
7096 Chain roller (cast iron) W-9618 Washer, 6.5 x 18 x 1.5mm
7098 Lower parallel linkage arm 10620090 Washer, 10.5 x 20 x 2.5mm
7099 * SEE TABLE ON PREVIOUS PAGE, Pivot Pin 10620095 Washer, 10.5 x 27 x 2mm
7099.B Pivot Bolt, Upper Linkage Rear, S/N 9A & EARLIER 10621001 Washer, 10.5 x 40 x 2mm
7099.C Pivot Bolt, Upper Linkage Rear, S/N 10A & LATER 10621046 Washer, 13 x 27 x 2mm
7100 Bushing, self lubricated 10622024 Washer, 16.5 x 26 x 1mm
7104 Lid w/o spring clip 10622052 Washer, 17 x 50 x 1mm
7104.CO Lid complete w/spring clip 20058611 Support for Vacuum Hose Spring Clip
7104.2 Spring clip 20058672 Unit lock up bracket NG+4
7105 Spacer 20059176 Removable FacePlate NG+4
7108 Bushing, self lubricated, Unit Lock-up 66005917 NG+4 Unit Frame

 10/11 6.   10

This is a downloadable version of the manual.  A partial download may not contain all pertinent information.  Make Sure to read Chapter 1, Safety! 
Due to ongoing upgrades specifications may change without notice, contact a Monosem Rep for current information.

© Monosem Inc. 2012



ROW UNIT__________________________________________________________________________________

NG Plus 4, Twin-Row

METERING BOX ASSEMBLY

PART No. DESCRIPTION
6233.3S Restrictor plate for peanut cover, medium seed
6233.2 Shutter for medium to small seed, standard cover

PART No. DESCRIPTION 6233.2s Shutter for small seed, large seed cover only (turnip)
4329.a Snapring, internal, 57mm 6233.3s Shutter for medium seed, large seed cover only
4453 Vac Hose Clamp 6238 Aluminum ejector block  (for large seed covers)
5692 Wing nut, 10mm 6240 Rubber shield
6077 Lynch pin, 6mm dia. 6241 Metal tightener plate
6089 Rubber ring 7089 Fixed Chain housing
6090 Snapring, 6mm If using Sync-Row System, See Sync-Row Supplement in Bac k
6092 Spring 7115.s Sprocket, 26 tooth, standard drive sprocket
6202 Collar brace 800373 Sleeve with Hex with groove for timing plate
6202.A Coller Brace with slot 800408 Dial selector with weldment
6202.1 Slide Plate for slotted Meter box collar 800409 Timing plate with 18 tooth sprocket
6203.b Plastic insert 10153086 Spring for trap door
6204 Plastic Ejector 10172043 Roll pin, 4x35 for 6217 pin
6204.a Bronze ejector block assembly 10172099 Roll pin, 6x70 to secure trap door
6204.b Bronze ejector, extended point 10173022 Roll pin, 8x50 for 6207 shaft
6205 Control window 10200184 Plastic insert for seed scraper
6206 Tightening cap 10530060 Screw, 5x10 Phillips head
6207 Shaft, meter box, uses 8x50 roll pin 10530094 Phillips screw, 6x20
6208 Threaded tightening rod for cover 10591992 Screw, 6x16 for ejector block assembly
6209.a Brace for plastic insert 10620004 Washer, 5.5x16x1mm
6210 Pressure pin scraper 10620008 Washer, 6.5x12x.6mm
6211 Seed scraper, standard 10629007 Lockwasher, External tooth 6mm
6211.2a Seed scraper, extra large seed 10629011 Lockwasher, External tooth 10mm
6212.a Agitator, brass 20000529 Agitator brass with only 5 fins
6213 Snapring, external, 20mm 20021564 Housing only for meter box
6216 Fixed pin for seed scraper 20021567 Meter box cover only
6217 Adjustable pin for seed scraper, HM-41015 Hex Bolt 10-1.5x16mm

uses 4x35 roll pin NM-0501 Hex Nut 5mm
6218 Spring for selector NM-0601 Hex Nut 6mm
6219 Pin for control window NM-0610 Jam Nut 6mm
6221 Bearing 42mm, (ref. 60042RS) NM-21010 Jam Nut 10mm
6222 Screw, used for agitator and wind flap NM-21011 Hex Nut 10mm
6222.1 Screw used for wind flap 651928 Protection kit
6223 Screw, 5x6 to secure brace 6209.a 66005868 Trap door NG+4
6224 Connector Pin Chainshield 65012911 Standard cover complete
6225 Nut, to secure ejector block 65012912 Large seed cover complete
6227 Spring for selector handle METERING BOX COMPLETE
6228 Selector handle 641097 Complete meter box, w/26T sprocket & collar
6230.a Removable Plug 641090 Complete meter box, w/21T sprocket & collar
6232 Gasket for inside meter box cover 65032073 Large seed complete meter box assem. w/ 26T sprocket & 

collar
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NG Plus 4, Twin-Row

GAUGE WHEEL ARM ASSEMBLY

PART No. DESCRIPTION PART No. DESCRIPTION
7336 Two piece bushing 10621064 Washer M13 x 45 x 5

10075100 Cast Gauge wheel arm RH 10624040 Washer M33 x 45 x 1.5

10075099 Cast Gauge wheel arm LH HM-61230 Hex bolt M12 x 30

GAUGE WHEEL ASSEMBLY

7073.N Gauge wheel complete (black nylon rim)
900125 Bearing, 40mm (DAC1640442RSL)

7073.2 Tire only, standard

7073.3 Outer rim (black nylon)

7073.3SA Inner rim (black steel)

7258.DA RH Hex head bolt 16 x 80

7258.GA LH Hex head bolt 16 x 80

7073.SA Narrow gauge wheel, complete
900125 Bearing, 40mm (DAC1640442RSL)

7073.1SA Outer rim (steel)

7073.2S Tire only, narrow

7073.3SA Inner rim (black steel)

7258.DS RH Hex bolt 16 x 80, W/ 7/32" thick bolt head

7258.GS LH Hex bolt 16 x 80, W/ 7/32" thick bolt head

F19915 Flange head bolt, 5/16-18 x 5/8"

N-1401 5/16 -18 Flange lock nut

7073.SB Flat narrow gauge wheel
900404 Bearing housing

900405 Spacer

7073.1SB Outer rim (steel)

7073.2S Tire only, narrow

7073.3SB Inner rim (black steel)

7258.DSS RH Bolt 16 x 60, W/ 7/32" thick bolt head

7258.GSS LH Bolt 16 x 60, W/ 7/32" thick bolt head

F24050 1/4" -20 x 5/8 Button head socket screw

F24068 5/16" -18 x 5/8" Button head socket screw

F37337 1/4 -20  Flange lock nut

N-1401 5/16 -18 Flange lock nut

KA2014 Bearing
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NG Plus 4

UP / DOWN PRESSURE SPRING

Quick Change Down Pressure, For Use with Narrow Bottom Linkage Sub-Assembly #KA2068QT

ITEM PART N oDESCRIPTION
1 KA2068 Spring

2 800208 Double Spring plate

3 800145.B Spring Extension

4 800144 Notched counter clamp

5 800143.A Adjustable notches

6 800228 Easy Grip Pin w/ 1/2" Hairpin Cotter Pin

7 800211 Narrow linkage adapter

8 N-4501 1/2" Jam nut

9 H-4130 Hex bolt 1/2" x 1 3/4"

10 F33012 1/2" Flat washer, Large

11 H-4301 Hex bolt 1/2" x 3

12 W-4210 1/2" Flat washer

13 N-4301 1/2" Rev lock nut

14 W-4610 1/2" Lock washer

15 F42012 5/16" U-Bolt

16 N-1101 5/16" Lock nut

Up / Down Pressure Spring Assembly
H-4805 Bolt, all thread, 1/2-13x8"

H-4905 Bolt, all thread, 1/2-13x10"

HM-65120 Bolt, metric M12-1.75 x120mm

KA2068 Spring

N-4001 Nut, 1/2-13

NM-31201 Nut, Metric M12

653571 Up Pressure Spring plate

7127 Treaded rod M12

900113 Down pressure Spacer bushing

10621046 Washer, 13x27x2

10621056 Washer, 13x30x6
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NG Plus 4

UP / DOWN PRESSURE SPRING

Quick Change Down Pressure, For Use with Standard Linkage Sub-Assembly #KA2068Q

ITEM PART N oDESCRIPTION
1 KA2068 Spring

2 800208 Double Spring Plate

3 800145.B Spring Extension

4 800144 Notch Counter Clamp

5 800143.A Adjustable Notches

6 800228 Easy Grip pin w 1/2" Hairpin cotter pin

7 900113 Spacer bushing

8 N-4501 1/2" Jam nut

9 H-4130 1/2" x 1 3/4" Hex bolt

10 F33012 1/2" Flat washer, Large

11 H-4220 1/2" x 2 1/2" Hex bolt

12 H-4301 1/2" x 3" Hex bolt

13 W-4210 1/2" Flat washer

14 N-4301 1/2" Rev Lock nut

15 W-4610 1/2" Lock washer
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Twin-Row

OFFSET ASSEMBLY FOR 8"

ITEM PART No. DESCRIPTION
1 E7501.2 Twin-row offset bracket 8"
2 900164 U Bolt 7"x 3"x 5/8"-11
3 N-5101 5/8"-11 Nylock nut
4 KA2180 Bearing hanger 7/8" hex
5 CB-2210 CB 3/8"-16x 1"
6 N-2101 Nylock nut 3/8"-16
7 CB-2231 CB 3/8"-16x 2.5"
8 KD2971-10 Tube marker 5/8" OD x 3/8" ID
9 W-2210 3/8" Flat washer
10 KD1026 Sleeve bushing 1 3/16"
11 KD11219 Spring, US Insect idler
12 KD11962 Idler
13 E7502.1 Hex shaft for 8" offset bracket

(10" Length)
14 N-2300 Rev lock nut 3/8"- 16
15 G40B18 Sprocket 40-18
16 F64251 Spring pin 1/4"x 1 1/2"
17 900327 Chain #40

18 N-5401 Flange nut 5/8"-11 REG

19 E7501.3 Twin-row offset bracket

right (Shown)

E7501.4 Twin-row offset bracket

left (Not shown)

OFFSET ASSEMBLY FOR 9"

ITEM PART No. DESCRIPTION
1 E1001.A Twin-row offset bracket
2 900164 U Bolt 7"x 3"x 5/8"-11
3 N-5101 5/8"-11 Nylock nut
4 KA2180 Bearing hanger 7/8" hex
5 CB-2210 CB 3/8"-16x 1"
6 N-2101 Nylock nut 3/8"-16
7 CB-2231 CB 3/8"-16x 2.5"
8 KD2971 Tube marker 5/8" OD x 3/8" ID
9 W-2210 3/8" Flat washer
10 KD1026 Sleeve bushing 1 3/16"
11 KD11219 Spring, US Insect idler
12 KD11962 Idler
13 E7502.1 Hex shaft for 7.5" offset bracket
14 N-2300 Rev lock nut 3/8"- 16
15 G40B18 Sprocket 40-18
16 F64251 Spring pin 1/4"x 1 1/2"
17 900184.B Chain #40, 55 links + master
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